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P1. PROVIDE ALL PAINTING AND RELATED WORK AS SHOWN ON THE (APPLIES TO ALL CONTRACTORS) ALL CONTRACTORS, SUBCONTRACTORS AND THEIR REPRESENTATIVES WORKING ON THIS TS
DRAWING AND/OR AS REASONABLY IMPLIED BY THE PROJECT SHALL AT ALL TIMES PRIOR AND DURING THE COURSE OF THEIR ACTIVITY BE 7 DEMOLITION, ARCHITECTURAL g INTERIOR ELEVATION DETAIL BUBBLE M=M= eARTH SHIM OR NAILER i | G BOARD
SPECIFICATIONS AND THE PROJECT REQUIREMENTS TO PROVIDE A. ALL WORK SHALL BE COMPLETED ACCORDING TO ALL PUBLISHED APPLICABLE LOCAL STATE FEDERAL AND RESPONSIBLE FOR THE SAFETY OF THEIR EMPLOYEES AS WELL AS ALL OTHERS AND IN | AND ELEVATION KEYNOTE X/AXXX  (SINGLE) n — DETAIL NUMBER MM
A COMPLETELY FINISHED PROJECT. NATIONAL CODES, ORDINANCES, REGULATIONS AND VA REQUIREMENTS. THE CARE OF THE PROPERTY AND THE PUBLIC WAY. ‘ - DRAWNG NUMBER
° INTERIOR ELEVATIONS H ‘!
L P2. ALL SCRATCHES, DENTS, CRACKS AND/OR OPENINGS ON B. EACH CONTRACTOR SHALL HAVE PUBLIC LIABILITY, PROPERTY DAMAGE AND WORKMAN'S COMPENSATION EACH CONTRACTOR OR SUBCONTRACTOR, AS REPRESENTATIVES OF THEIR EMPLOYEES, PARTITION TAG (), e o PLYWOOD W00 BLOCKING CYPSUM: BOARD
0 EXISTING AND NEW WALL SURFACES ARE TO BE FILLED WITH INSURANCE. CONSULT VA REQUIREMENTS FOR EXACT COVERAGE REQUIRED. SHALL ASCERTAIN THAT THE CONDITIONS UNDER WHICH THEY WILL BE REQUIRED TO O
° PLASTER PATCH, SPAKLING COMPOUND OR OTHER PRESCRIBED ACCOMPLISH THEIR WORK ARE SAFE AND MEET ALL REGULATIONS OF THE OCCUPATIONAL T \COUSTICAL
! e o or T ROMR MR AN SO C. EACH CONTRACTOR SHALL COORDINATE WITH ALL OTHER CONTRACTORS. CHECK, PRIOR TO COMMENCEMENT SAFETY AND HAZARD ACT OR OTHER GOVERNING REGULATIONS. THE BEGINNING OF WORK DOOR NUMBER WALL SECTION REVISION CLOUD oo | coner 27 7| narowoon ANANMAI Rty
o OF WORK, FOR SPACE REQUIREMENTS WITH ALL OTHER TRADES. BY A CONTRACTOR OR SUBCONTRACTOR SHALL INDICATE SATISFACTION CONCERNING n — DETAIL NUMBER
g BEFORE PAINTING AND  FINISHING. SAFETY AND FULL RESPONSIBILITY FOR ACCIDENTS, INJURIES, AND/OR DAMAGES. LAXXX )P — DRAWING NUMBER
3 P3. ALL SURFACES ARE TO BE CLEANED FREE OF LOOSE DIRT, D. RELOCATION OF DUCTS, PIPING, CONDUIT, ELECTRICAL BOXES WHICH MAY ALTER THE ARCHITECTURAL OR (D) WINDOW TAG STEEL | IMETAL STUD I LAMINATE
< DUST. OIL. GREASE AND ALL FOREIGN MATTER JUST PRIOR TO STRUCTURAL CONSTRUCTION MUST BE APPROVED BY THE COR, PRIOR TO RELOCATION. NO EXTRA PAYMENT IF UNSATISFIED, THE CONTRACTOR OR SUBCONTRACTOR SHALL INDICATE THE ACTIONS
’ ) ROOM TAG
FINISHING. WILL BE ALLOWED FOR WORK RESULTING FROM THESE CHANGES, WITHOUT APPROVALS. AND /OR DEVICES NECESSARY TO RENDER THE JOB-SITE SAFE. IF THE WORK OF OTHER NORTH ELEVATION TAG YXXXX  — ROOM NAWE
- PARTIES IS, UPON INSPECTION, FOUND AT ANY TIME TO BE UNSAFE THE CONTRACTOR ELEVATION m BATT INSUL. RIGID INSUL. MASONRY
P4. PROVIDE ALL LABOR, MATERIALS, BRUSHES, TOOLS, LADDERS E. MECHANICAL CONTRACT DRAWINGS SHALL BE TAKEN IN A SENSE AS DIAGRAMMATIC. SIZE & MEANS OF OR SUBCONTRACTOR SHALL IMMEDIATELY STOP ALL WORK AND NOTIFY THE GENERAL @ NORTH ARROW %PW 1001 ] — ROOM NUMBER
I AND ALL EQUIPMENT OF ANY KIND NECESSARY FOR PROPER RUNNING PIPING ARE SHOWN BUT IT IS NOT INTENDED TO SHOW EVERY FITTING AND OFFSET, NOR EVERY CONTRACTOR AND COR. THE BID SUBMISSIONS AND BEGINNING OF WORK SHALL
" EXECUTION OF THE WORK. STRUCTURAL DIFFICULTY THAT CAN BE ENCOUNTERED DURING THE INSTALLATION OF THE WORK. INDICATE ACKNOWLEDGMENT AND ACCEPTANCE OF THESE REQUIREMENTS.
5
) Po. XVL(ERWTAQQEE SECEEEYBEPEEASS ih@szdgogffmﬁgﬁ? EFESNVSV'TH F. EXAMINATION OF THE DRAWINGS, SPECIFICATIONS AND SITE: BEFORE SUBMITTING A BID. THE BIDDERS ABBREVIATIONS
0 SAGS. OR DEBRIS IN THE FINISHED SURFACE ’ SHALL CAREFULLY EXAMINE THE DRAWINGS AND SPECIFICATIONS SO AS TO BE THOROUGHLY FAMILIAR WITH ALL BASIS OF DESIGN (BOD) PROTOCOLS
5 ’ ° THE REQUIREMENTS. EACH BIDDER SHALL VISIT THE SITE OF THE WORK TO BECOME ACQUAINTED WITH ALL ACT ACOUSTICAL CEILING TILE ~ E EAST LAM LAMINATE R RADIUS
£ P6. THE PRIME COAT SHALL BE TINTED TO APPROXIMATE SHADE THE CONDITIONS AFFECTING THE CONTRACT, OBSTACLES WHICH MAY BE ENCOUNTERED AND ALL OTHER ADJ ADJACENT EA EACH LAV LAVATORY RB RESILIENT BASE
E OF FINAL COAT. ALL SECTIONS, SPOTS OR HOT SPOTS AFTER CONDITIONS RELATIVE TO THE WORK TO BE PERFORMED: AND, IF AWARDED THE CONTRACT, SHALL NOT BE 9ASIS OF DESIGN COMPLIANCE. AFF ABOVE FINISHED FLOOR EJ EXPANSION JOINT LED LIGHT EMITTING DIODE RCP REFLECTED CEILING PLAN
o PRIMARY APPLICATION SHALL BE TOUCHED—UP BEFORE ALLOWED ANY EXTRA COMPENSATION BY REASON OF ANY UNFORESEEN DIFFICULTIES OR OBSTACLES WHICH THE : AHU AR HANDLING UNIT EL ELEVATION 'F LINEAR FEET (FOOT) REC RECESSED
£ % APPLYING THE SECOND COAT TO PRODUCE A SMOOTH AND BIDDER COULD HAVE DISCOVERED OR REASONABLY ANTICIPATED PRIOR TO THE BUILDING. SHOULD ANY ALT ALTERNATE ELEC ELECTRIC L LEAD LINED RECPT  RECEPTACLE
o LEVEL SURFACE. THE FINAL COAT SHALL NOT BE APPLIED DISCREPANCIES, ERRORS, CONFLICT OR ITEMS NEEDING CLARIFICATION BE DISCOVERED IN THE PLANS AND/OR " ESESQ%SET%A%FBEHSEE(;&EASA'&TE gg \(AiiglAﬁNaE%ﬁgmgﬁgETQEBMWNG ALUM ALUMINUM ELEV ELEVATOR LT LIGHT REINF REINFORCED
S UNTIL AFTER ALL OTHER TRADES, WHOSE OPERATIONS WOULD SPECIFICATIONS, THE CONTRACTOR SHALL NOTIFY THE COR PRIOR TO SUBMITTING A BID AND BEFORE STARTING FOR REVIEW MEETS OR EXCEEDS THE CAPACITY AND DUTY REQUIREMENTS AS AMT AMOUNT ENCL ENCLOSURE REQD REQUIRED
£ BE DETRIMENTAL TO FINISH PAINTING, HAVE FINISHED THEIR WORK. SPECIFIED IN ANY OF THE “BASIS OF DESIGN" SPECIFIGATION APPROX  APPROXIMATE EQ EQUAL MATL MATERIAL RM ROOM
WORK IN THE AREAS TO BE PAINTED. : AUTO AUTOMATIC EQUIP EQUIPMENT MAX MAXIMUM RO ROUGH OPENING
: . EWC ELECTRIC WATER COOLER
~ P7. WORK NOT INCLUDED: UNLESS OTHERWISE INDICATED, SHOP C. CONTRACTOR'S SUPERVISION: EACH CONTRACTOR SHALL MAINTAIN A COMPETENT FOREMAN OR DIRECT 2. IF THE EQUIPMENT OR MATERIAL BEING SUBMITTED FOR REVIEW WILL REQUIRE THAT vk RN o EXHALST MECH MECHANICAL < SOUTH
PRIMING OF FERROUS METAL ITEMS AND FABRICATED REPRESENTATIVE ON THE JOB AT ALL TIMES. THE CONTRACTOR SHALL COOPERATE WITH THE SUPERINTENDENT MODIFICATIONS NEED TO BE MADE, TO THE WORK OF THE PROVIDING CONTRACTOR MER MANUFACTURER
AND FOREMEN OF OTHER TRADES IN ORDER THAT THERE MAY BE NOT DELAY IN THE ERECTION AND ! AVG AVERAGE EXIST EXISTING MIN MINIMUM SAN SANITARY
COMPONENTS ARE INCLUDED UNDER THEIR RESPECTIVE TRADES. COMPLETION OF THE WORK OR THE WORK OF OTHER CONTRACTORS, THE SUBMITTING CONTRACTOR SHALL BE P EXPOSED IS MISCELLANEOLS SCHED  SCHEDULE
PRE—FINISHED ITEMS ARE NOT INCLUDED. FINISHED METALS : FULLY RESPONSIBLE TO ADVISE/INFORM THE PRIME CONTRACTOR OF ANY AND ALL BAT BATTEN EXT EXTERIOR MLWK MILLWORK SF SQUARE FOOT (FEET)
SUCH AS ANODIZED ALUMINUM, STAINLESS STEEL, BRONZE, AND o
SIMILAR METALS WILL NOT BE PAINTED, UNLESS OTHERWISE H. ADA/ABA ROOM SIGNS: PROVIDE AND B'XB" PREMANUFACTURED SIGNAGE SYSTEM, SURFACE MOUNTED, AT TR BID AND CONTRUCTION SCOPE. OF WORK RESPONSELIES, o & o o e N TURE Ecery M Mk
- ’ FACH INTERIOR DOOR ADN CASED OPENING. COMPLY WITH ALL ADA BRAIL, IMAGERY AND MOUNTING : BLDG ~ BUILDING FA FIRE ALARM MR MOISTURE RESISTANT SIM SIMILAR
<C )
2 _ RATINGS, NAMES OR NOMENCLATURE PLATES OR SHALL INCLUDE A ROOM #, ROOM TITLE, ADA IMAGERY, IF REQUIRED AND THE BRAIL VERSION. COORDINATE ALL DEVIATIONS FROM THE “BASIS OF DESIGN”INTENT WITH THE GENERAL CONTRACTOR 30 Y OWNER FE FIRE EXTINGUISHER MTL METAL SPKR  SPEAKER
S om o CODE—-REQUIRED LABELS. SIGNAGE REQUIREMENTS, COLOR SELECTIONS, MOUNTING LOCATIONS, FONT TYPE AND COLOR, ETC. PROVIDE A AND ALL AFFECTED SUB—CONTRACTORS. THE FINAL INSTALLATION SHALL NOT FEC FIRE EXTINGUISHER CABINET 3Q SQUARE
) ¥l ps. PROTECTION: PROTECT WORK OF OTHER TRADES. CORRECT ANY TOTAL OF (17) INDIVIDUAL SIGNS AND ALL RELATED WORK TO FULLY COORDINATE VA COMPROMISE ANY OF THE “BASIS OF DESIGN” PERFORMANCE CHARACTERISTICS NOR CEM CEMENT FF&E FURNITURE, FIXTURE, AND EQUIPMENT NORTH SS STAINLESS STEEL
. g ' ' ' INFORMATION /REQUIREMENTS ALONG WITH ALL INSTALLATION. SHALL IT ENCUMBER ANY OF THE DESIGN LAYOUT LOGISTICAL NECESSITIES. cJ CONTROL JOINT FHC FIRE HOSE CABINET STD STANDARD
S > PAINTING RELATED DAMAGES BY CLEANING, REPAIRING OR o CONTROL WO L CURE N/A NOT APPLICABLE S0 STANDAR
© & REPLACING, AND REFINISHING, “AS DIRECTED BY THE COR. 4. THE FINAL INSTALLATION SHALL ALSO COMPLY WITH ALL APPLICABLE BUILDING CLG CEILING FIN FINISH Hfg H?)TTUIRI\?LCONTRACT SUSP SUSPEND
S 2| P9. PROPERLY PREPARE ALL SURFACES TO RECEIVE FINISHES AND CODES, REGULATIONS, VA REQUIREMENTS PLUS ALLOW THE EQUIPMENT AND/OR CLR CLEAR FIXT FIXTURE sV SHEET VINYL
o APPLY PRIME COATS, PAINTING AND FINISHING MATERIALS IN ARCHITECTURAL BARRIERS ACT (ABA) COMPLIANCE MATERIALS TO FUNCTION PROPERLY AND SAFELY. CMU CONCRETE MASONRY UNIT  FL FLOOR H?s MA BTEoR SCALE
z ACCORDANCE WITH EACH MANUFACTURER’S DIRECTIONS FOR A coL COLUMN FO FACE OF T&G TONGUE AND GROOVE
& QUALITY APPLICATION. USE APPLICATORS AND TECHNIQUES BEST PER CBC CHAPTER 18-11-1117.3.4 AND ICC/ANSI-A117.1—= 2009 THE FOLLOWING COMPLY FULLY: 5. ALL MATERIALS OR EQUIPMENT EQUIVALENT SUBSTITUTIONS SHALL BE PROVIDED ON CONC CONCRETE FP FIRE PROTECTION OR FIREPROOF OA OVERALL TEMP TEMPERED
2 SUITED FOR MATERIALS AND SURFACES TO WHICH APPLIED. A CONTRACTOR PREPARED [TEMIZED LISTING PER SUBSTITUTION WITH A FULL AND CONT CONTINUOUS FT FOOT oc ON CENTER TERR TERRAZZ0
5 o S| 510 APPLY ADDITIONAL COATS WHEN UNDERCOATS. STAINS OR 1. ACCESSIBLE ENTRY DETAILED DESCRIPTION OF ALL SPECIFICATIONS AND KNOWN DEVIATIONS FROM THE COORD  COORDINATE FTG FOOTING on OPPOSITE. HAND THK THICK
5 ~ OTHER CONDITIONS SHOW THROUGH FINAL PAINT OR FINISHED 2. ACCESSIBLE MEN'S AND WOMEN'S TOILET ROOMS. ORIGINAL BOD. CORR  CORRIDOR OPNG OPENING 10 TOP OF ___
0 N _ GC GENERAL CONTRACTOR
) E AND ’APPEARANCE. 4. ALL CONTROLS AND OPERABLE PARTS FULLY COMPLY AND ARE BETWEEN 15" AND 48" 6. THE PRIME/GENERAL CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE COR CT CERAMIC TILE GL GLASS TYP TYPICAL
. = 5. ALL SIGNAGE COMPLIES — IS OF BRAILLE AND TACTILE AND IS LOCATED ON THE DOOR HANDLE AT THE BEGINNING OF THE PROJECT, ALL SUCH KNOWN DEVIATIONS AND IMPACTS CTR CENTER GYP BD  GYPSUM BOARD PAT PATTERN
2 g P11. APPLY EACH MATERIAL AT NOT LESS THAN THE SIDE OF DOOR. INSTALLED AT APPROPRIATE HEIGHT AND DISTANCE FROM DOOR FRAME. FROM THE SPECIFIC BASIS OF DESIGN SPECIFICATIONS BEFORE STARTING THE CTRL CONTROL PL PLATE UNO UNLESS NOTED OTHERWISE
0 = MANUFACTURER’S RECOMMENDED SPREADING RATE, TO PROVIDE PROJECT AND/OR THE SHOP DRAWING SUBMITTALS. HAZ MAT ~ HAZARDOUS MATERIALS PLAM PLASTIC LAMINATE
£o = A TOTAL DRY FILM THICKNESS OF NOT LESS THAN 2.5 MILS DAT DATUM HOW HARDWARE PLAS PLASTER OR PLASTIC VAR VARIES
S z FOR ENTIRE COATING SYSTEM OF (1) PRIME AND (2) FINISH 7. IF ANY UNKNOWN DEVIATIONS FROM THE BOD REQUIREMENTS SURFACE DURING THE DBL DOUBLE HM HOLLOW METAL PR PAIR VT VINYL COMPOSITION TILE
Lo 3 COATS FOR 3 COAT WORK ON PAINTED SURFACES. CONSTRUCTION PHASE, NOTIFY THE COR IMMEDIATELY AND IDENTIFY ALL IMPACTS DEG DEGREE HT HEIGHT PRE PREFINISHED VENT VENTILATION
£ S| P12, PAINTED SURFACE PREPARATION — COMPLY WITH PAINT FOR THE COR'S EVALUATION AND POSSIBLE AUTHORIZATION. BEM? BEMEF%%NT INCL INCLUDED iy A %L %TUFJEW e
- . : - PROVIDE ~ FURNISH AND INSTALL
E MANUFACTURER’S RECOMMENDATIONS FOR EACH MATERIAL TYPE APPLICABLE CODES + STANDARDS DF DRINKING FOUNTAIN INSUL INSULATION pT PAINT VWC VINYL WALL COVERING
§ AND SURFACE FINISH AS PER THEIR REFERENCE GUIDE AND DIA DIAMETER INT INTERIOR PTME PAINT TO MATCH EXISTING
% SPECIFICATIONS. ALL WORK SHALL COMPLY WITH THE FOLLOWING CODES; DIFF DIFFUSER m ANTOR PTN PARTITION W WEST
S DIM DIMENSION
+ Sl 513 METAL SURFACE PREPARATION — ALL METAL SURFACES TO BE 1. VA DIRECTIVES, DESIGN MANUALS, MASTER SPECIFICATIONS, VA NATIONAL CAD STANDARD o el Jor oISt PWR POWER W/ WITH
2 APPLICATION GUIDE, AND OTHER GUIDANCE ON THE TECHNICAL INFORMATION LIBRARY (TIL) W/0 WITHOUT
< PAINTED MUST BE CLEAN AND FREE OF RUST, MILL SCALE, DR DOOR JT JOINT ar QUARRY TILE e WALL COVERING
5 = GREASE, OIL, DIRT AND OTHER FOREIGN MATTER. ALL ALUMINUM (HTTP://WWW.CFM.VA.GOV/TIL/). oL DETAIL J—BOX JUNCTION BOX o] QUARTER o~ vl
g S MUST BE CLEANED WELL IN ORDER TO REMOVE ALL SURFACE 2. INTERNATIONAL BUILDING CODE (IBC) 2015 DWG DRAWING QTY QUANTITY WDW WINDOW
" = FILM AND OILS, AND SHALL BE PROPERLY PRIMED IN 3. NFPA 101 LIFE SAFETY CODE 2015
g < ACCORDANCE WITH THE PAINT MANUFACTURER’S 4. NFPA NATIONAL FIRE CODES WITH THE EXCEPTION OF NFPA 5000 AND NFPA 900 WWF WELDED WIRE FABRIC
i 2 RECOMMENDATIONS. 5. OCCUPATIONAL, SAFETY AND HEALTH ADMINISTRATION (OSHA) STANDARDS.
< = 6. VA SEISMIC DESIGN REQUIREMENTS, H-18-8
g 2| P14, STRIP EXISTING PAINT, GRIND AND REMOVE ALL RUST, CLEAN, 7. NATIONAL ELECTRICAL CODE (NEC) 2014
. = PROVIDE (1) PRIME COAT & (2) FINISH COATS OF PAINT ON 8. NATIONAL STANDARD PLUMBING CODE (NSPC) 2015
0 b% éleLSEX(g'CSTA”EE EEfggFé'EODR MM%(T:AELLL%EBMQSMEC%%RBRECA:&EST’SHAND 9. ARCHITECTURAL BARRIERS ACT ACCESSIBILITY STANDARDS (ABAAS) INCLUDING VA SUPPLEMENT,
5 = ’ BARRIER FREE DESIGN GUIDE (PG-18-13)
. PLATES, EXTERIOR METAL DOORS AND FRAMES, ETC.
§ P15. PAINT ALL EXPOSED MECHANICAL DUCTS, DUCT INSULATION,
f: PIPING, ELECTRICAL CONDUITS, SUPPORTS, BRACKETS, HANGERS,
- ETC. PRIME ALL ELEMENTS AS PER THE PAINT MANUFACTURER’S MOUNTING DIMENSIONS (NoTE: THIS IS A "UNIVERSAL SHEET", ITEMS SHOWN MAY NOT ALL BE APPLICABLE TO THIS PROJECT)
L RECOMMENDATIONS AND PROVIDE (2) FINISH COATS APPLIED BY
3 o SPRAYED ON APPLICATION. NOTES:
I = 1. MOUNTING DIMENSIONS SHOW ACCESSIBLE AND NON-ACCESSIBLE CONDITIONS. WHEN ONLY ONE OPTION IS SHOWN - ALL ITEMS IN PROJECT SHALL BE ACCESSIBLE.
0 = WHEN ITEMS CAN BE ACCESSIBLE OR NON ACCESSIBLE DRAWINGS SHALL INDICATE LOCATION OF ACCESSIBLE ITEMS BY THIS SYMBOL: &)
o o
I = 2. COORDINATE ITEMS SHOWN ON THIS DRAWING WITH PLANS AND SPECIFICATIONS FOR ACTUAL ITEMS USED ON THIS PROJECT.
= = EVERY ITEM SHOWN ON THIS DRAWING MAY NOT BE USED ON THIS PROJECT.
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( STAIR REPLACEMENT
EXISTING PARKING

GARAGE ENTRY/EXI{T 1. EXISTING EXTERIOR STAIRS TO PUMP ROOM 001 AND
VESTIBULE V100 SHALL BE REMOVED AN THEIR ENFIRETY. THE
EXISTING RETAINING WALLS SHALL REMAIN AND BE ADDED TO
AS REQUIRED FOR THE RECONSTRUCTION OF THE NEW STAIRS.

2. NEW STAIRS SHALL BE" CONCRETE WITH AN“11” TREAD AND
N\ APPROX. 6—3/4" RISER. EXACT HEIGHT OF RISERS WILL BE
BASED ON EXISTING CONDWMIONS BETWEEN EXISTING STAIR
FLOOR AND NEW SIDEWALK ELEVATION. SEE STRUCTURAL
DRAWINGS.

3. NEW HANDRAILS SHALL BE 1—1%1/2" DIA. PAINTED STEEL.
HANDRAILS, POSTS AND BALLUSTERS SHALL BE WELDED.
POSTS SHALL BE WELDED TO 6" X 6" X 3/8" STEEL PLATE

one foot

o AREA OF DEDUCT ALTERNATE NO. 02 CENTERED ON RETAINING WALL. AREA OF DEDUCT ALTERNATE NO. 02
o SEE A-401 SEE A-401
" 2

one foot

AREA OF DEDUCT ALTERNATE NO. 03

AREA OF DEDUCT ALTERNATE NO. 03

BUILDING 5

2 SEE A-401 SEE A-401
So

2 COORDINATE POSSIBLE UTILITIES CONFLICTS WITH

%io EXCAVATION AND NEW CONSTRUCTION WORK WITH

5 -9 COR, AND COR PROVIDED COPIES OF THE

G

GENTILE AND ASSOCIATES, INC.
ALTA/ACSM LAND TITLE & TOPOGRAPHIC SURVEY
COMPLETED: 3/20/2015

one foot

one inch

EXISTING EXISTING PARKING

=
=
S
> DRIVEWAY STRUCTURE
s
D~ N
£ 2
5 =
I - 7
< 3 NORTH NORTH
p s 1 DEMOLITION SITE PLAN 9 NEW SITE PLAN
2o é% 1/8" = 1'-0" 0o 2 ¢ 8 16’ 1/8" = 1'=0" 0o 2 ¢ g 16
S = e ey — ey —
© =
DEMOLITION KEY NOTES SITE PLAN KEY NOTES \
<C
E NEW CONCRETE SIDEWALK AND COMPACTED STONE SUBBASE TO REPLACE EXISTING. SLOPE TO
= CONTRACTOR SHALL REMOVE EXISTING CONCRETE WALKS AND STONE
= 1 GENERAL SITE NOTES @ ALIGN WITH EXISTING SIDEWALK TO REMAIN AND TRANSITION SMOOTHLY INTO THE NEW RAMP MOUND TOP SURFACE OF
D BASE WHERE DENOTED. COORDINATE WITH NEW SITE PLAN DRAWINGS I CONCRETE TO DRAIN
2 FOR EXTENT OF WORK.. CONSTRUCTION.  SIDEWALKS SHALL BE 5" THICK WITH STONE BASE AS INDICATED. REFER TO
e L8 1. OBTAIN ALL REQUIRED COR APPROVALS BEFORE BEGINNING ANY STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION. WATER
§ 2 | EXISTING SANITARY STRUCTURE TO REMAIN. DEMOLITION, EXCAVATION AND NEW SITE CONSTRUCTION. 5
T ) CONTRACTOR TO PROVIDE THE REMOVAL OF ALL SPOIL AND (2) NEW CONCRETE RAMP WITH STEEL PIPE HANDRAILS. SEE SHEET A-201 AND STRUCTURAL CONC. FILLED STEEL
- o : DRAWINGS FOR COMPLETE DETAILS. CONTRACTOR WILL BE REQUIRED TO PROVIDE SPOT e :
5 3 3] EXISTING STORM STRUCTURE TO REMAIN. CONTRACTOR SHALL REMOVE BOLLARD— DIMENSION TO
$ | EXISTING IRON LID AND FRAME SECTION AND SHALL FINISH AND INSTALL CONSTRUCTION DEMOLITION MATERIALS FROM THE SITE. ELEVATIONS AT CURBS, PAVEMENT, GRADE, BUILDING, ETC. FOR EXACT LENGTH REQUIRED FOR ATCH EXISTG SITE
2 ¢ NEW PRE—CAST CONCRETE ADJUSTING RINGS AND GROUT. 3. PROVIDE ALL NEW TOP SOIL, FILL MATERIAL AND GRANULAR RAMP. BOLLARDS, PANT: (1)
2 SUB—BASE MATERIAL AS SPECIFIED TO COMPLETE THE SITE ! '
! = 2] EXISTING STEEL PIPE BOLLARD TO BE REMOVED IN ITS ENTIRETY. WORK AS DETAILED AND SPECIFIED. (3) EXISTING SANITARY STRUCTURE TO REMAIN. PROVIDE NEW PRE-CAST CONCRETE RINGS AND o : PRIME & (2) FINISH COATS
5 = GROUT. RESET EXISTING IRON LID/COVER AND FRAME UNIT AS REQUIRED TO CONFORM AND BE = TO MATCH EXISTING.
‘. = 5] EXISTING CONCRETE STOOP TO BE SAWCUT AND REMOVED IN ITS 4. THE CONTRACTOR SHALL PROVIDE AN INDEPENDENT, 3RD PARTY, FULLY FLUSH WITH THE NEW PAVEMENT ELEVATIONS SO AS NOT TO PROVIDE A TRIPPING HAZARD. < | ,— POURED CONCRETE
E z ENTIRETY. NEW STOOP SHALL BE SUPPORTED BY EXISTING FROST WALL TESTING LABORATORY FOR ALL REQUIRED SOILS AND CONCRETE CROWNED AND FINISHED.
v % CONSTRUCTION AND COMPACTED FILL. SEE STRUCTURAL DRAWINGS. TESTING AS PER THE PROJECT REQUIREMENTS AND (4) EXISTING STORM STRUCTURE TO REMAIN. CONTRACTOR SHALL FURNISH AND INSTALL NEW SLOPE TOP TO DRAIN
° | SPECIFICATIONS. PRE-CAST CONCRETE ADJUSTING RINGS AND GROUT. RESET EXISTING IRON LID/COVER AND WATER AWAY
8 g | SECTION OF EXISTING CONCRETE CURB AND GUTTER TO BE REMOVED AS FRAME UNIT AS REQUIRED TO CONFORM AND BE FULLY FLUSH WITH THE NEW PAVEMENT
% REQUIRED FOR INSTALLATION OF NEW CONCRETE RAMP CONSTRUCTION. FLEVATIONS SO AS NOT TO PROVIDE A TRIPPING HAZARD. PAVEMENT
= COORDINATE EXTENT OF DEMOLITION WITH NEW SITE PLAN. r
T —| SECTION OF EXISTING PAVEMENT TO BE REMOVED AS REQURED FOR (5) EXISTING STEEL PIPE BOLLARDS TO REMAIN- TYP. et K
< e INSTALLATION OF NEW CONCRETE RAMP CONSTRUCTION. COORDINATE @ 1-1/2" DIA. PAINTED STEEL PIPE HANDRAILS, SEE DETAIL 8/A-201. ;
e = EXTENT OF DEMOLITION WITH NEW SITE PLAN AND STRUCTURAL PLANS. & |
2 = EXISTING CONCRETE CURB AND GUTTER TO REMAIN. |
S o 5] SEE DETAIL 5 AND CONCRETE REPAIR NOTES ON SHEET A-201 FOR - '
I & SCOPE OF WORK. INCLUDES REMOVAL OF NOSINGS ON ALL STAIR PROVIDE NEW 3/4” EXPANSION JOINT AND FULL LENGTH SEALANT SYSTEM. TYPICAL AROUND T
£ = TREADS. PERIMETER OF NEW RAMP AND CONCRETE PAVEMENT AND CURB. e
e o EXISTING ALUMINUM FENCING SYSTEM IS SCHEDULED TO REMAIN. _~—— CONCRETE FOUNDATION
2 5 3 (3) REFER TO DETAL 5 AND CONCRETE REPAIR NOTES ON SHEET A-201 FOR FOR SCOPE OF WORK
2 > FOR REPAIRS AT CONCRETE STAIRS, NOSINGS, AND STOOP. WORK IS TYPICAL AT ALL STAIR /
® EXISTING PAD MOUNTED AIR HANDLING UNIT IS SCHEDULED TO REMAIN. ) ’ .
$O: g! 10 RISERS, TREADS AND NOSINGS IF DEDUCT ALTERNATE IS TAKEN. Egg@lDE /2" 1SOLATION
= S 17] SAWCUT AND REMOVE EXISTING CONCRETE PAVEMENT AS REQUIRED TO NEW CONCRETE SIDEWALK SHALL BE DOWELED INTO EXISTING CONCRETE RETAINING WALL AT 12” A JOINT WHERE BOLLARDS
~ PROVIDE THE PROPER WORKING CLEARANCES FOR ALL EXCAVATION AND 0.C., TYPICALLY, SEE STRUCTURAL DRAWINGS. «© FOUNDATION ABUTS
= SHORING WORK SUCH THAT THE EXISTING PAVEMENT TO REMAIN WILL CONCRETE PAVING
°c NOT BE UNDERMINED BY THE LOSS OF THE EXISTING SUPPORTING SOILS (1) NEW CONCRETE SIDEWALK SHALL BE DOWELED INTO EXISTING PAVEMENT OR SIDEWALK AT 8" 0.C., 0"
% AND COMPACTED SUBBASE MATERIALS. SEE STRUCTURAL DRAWINGS.
© < 12] SAWCUT EXISTING SIDEWALK AT THE 1ST/NEAREST CONTROL JOINT PAST
3 3 THE INTERSECTION OF SIDEWALKS. () PROVIDE 4" OF COLORED DECORATIVE LANDSCAPE STONE, TO MATCH THE PARKING GARAGE
> o CONDITIONS, OVER A WOVEN FABRIC WEED BARRIER WITH A METAL EDGING STRIP WHERE STONE
S 2 MEETS SOD.
- § (13) RETURN EXISTING GRADE AT LANDSCAPED AREAS TO THEIR ORIGINAL ELEVATIONS. PROVIDE MIN.
E = 6” TOPSOIL AND GRASS SOD. NORTH
8 - PROVIDE NEW STEEL PIPE BOLLARDS TO MATCH EXISTING. SEE DETAIL 4/AS-101. 3 ENLARGED RAMP PLAN 4 BOLLARD DETAIL
o 2 1/4" = 1'-0" 0o 1 2 ¢ g 3/4’= 1"-0" 0 12 1 2 3
o Ll ey — e e —
.o = (5) REPLACE EXISTING DRIVEWAY CONCRETE PAVEMENT WITH NEW TO MATCH EXISTING THICKNESS,
§ Hm ) STRENGTH, REINFORCING BAR SIZE AND PLACEMENTS, COMPACTED SUBBASE MATERIAL AND
= THICKNESS, FINISH, ETC. DOWEL WITH #4'S AT 12" 0.C. AT ALL EXISTING PAVEMENT AND CURBS
S PLUS AT ALL NEW SIDEWALK PAVEMENT. IDIQ NO. VA69D-13-D-0042
N CONTRACT NO. VA69D-14-J-3280
21 - i i i Drawing Title Project Title Project Number ]
ooD | _ SITE PLAN: ENGINEERS + CONSULTANTS: ARCHITECT + ENGINEERS: SITE PLANS- NTERIOR ARCHITECTURAL |16 o.22 Office of
0 =2 1IN _ .
g 0 R ) DEMOLITION AND NEW CONSTRUCTION AT BUILDING S |[Buiding Number Construction
> e ° and Faciliies
) =] = - 3 700 Nicholas Bivd. Suite 403 : Project Di ' i
EJ © g e £ = B M M Ei Grove Viloge IL 60007 Approved: Project Director Iglc_:l:actg\Go . Drawing Number M anagement
; § - - T:847.952.9362 F:847.952.9403 ! A S 1 01
E@ < gl ISSUED FOR SOLICI-I-A-"ON 08/04/2016 NORTH BANCROFT ARCH'TECTS + ENG'NEERS WWW:bgncroﬁ-qe.com Date CheCKed Drawn Department of
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= one foot

three inches

one foot

one and one half inches

one foot

one inch

one foot

three quarters inch

one foot

one half inch

one foot

three eighths inch

one foot

one quarter inch

one foot

one eighth inch

0

0

0

16

8

4

1 2 3 4 5 6 | 7 8 | 9
22 1. REFER TO SHEETS AS—=101 FOR ALL EXTERIOR WORK. 1 REMOVE EXISTING DOOR, FRAME AND HARDWARE IN ITS ENTIRETY. PREPARE
B> S N B PP 1 OPENING AS REQUIRED TO ACCOMMODATE THE NEW DOOR AND FRAME
/ <A __ Lt —1 2. EXISTING JANITOR CLOSET MAY NOT BE USED DURING CONSTRUCTION. INSTALLATION.  REWORK EXISTING MASONRY AND CONCRETE CONSTRUCTION.
16— ||  EBXSING g RSN oo =ee ke ~ | 3. EXISTING BASEMENT MAY NOT BE USED FOR STORAGE OF CONSTRUCTION
VP i | MATERIALS, 51 REMOVE EXISTING DOOR, FRAME AND HARDWARE AS INDICATED. REMOVE A
X I ot . SECTION OF THE PLASTER WALL AND WOOD STUD FRAMING SYSTEM AS
s s 4 / TYP. s - 0| 4. DRAWINGS DO NOT SHOW EXPOSED CONDUIT LOCATED THROUGHOUT THE REQUIRED FOR INSTALLATION OF THE NEW FRAMED OPENING, STRUCTURAL
P PR o PR, 0 I : BUILDING. SUPPORT HEADER AND NEW DOOR UNIT. PROVIDE NEW WOOD FURRING AS
I REQUIRED TO SUPPORT THE 5/8” GYP. BD. LAMINATION IN THE AREAS WHERE
- | 5. ALL LIGHT SWITCHES SHALL BE REMOVED AND REPLACED WITH NEW.
\ 5 y 1 —< “ | COORDINATE WITH NEW FLOOR PLANS AND ELECTRICAL PLANS. PLASTER HAS BEEN REMOVED. COORDINATE WITH NEW FLOOR PLAN DRAWINGS.
/
14 2 2 2 2 I /! n u : 6. EXISTING TOILET ROOMS MAY NOT BE USED DURING CONSTRUCTION. oAl REMOVE EXISTING DOOR FRAME AS INDICATED. REMOVE A SECTION OF THE
11 N~\ - : 1‘\‘“\ T 11 --1 o I PLASTER WALL AND WOOD STUD FRAMING SYSTEM AS REQUIRED FOR
F RN 10 NN RN 10 AR \ 18 10 ¢ Fa /. REFER 70 SHEET A-40T FOR ALTERNAIES. INSTALLATION OF NEW DOOR OPENING. COORDINATE WITH NEW FLOOR PLAN
LN Tt Y L N N = ‘ DRAVINGS
A7) e 4T AT 2 (T 19 A '
t Ll m R b* F T | b -1 T - T p 13 3] REMOVE THE TEMPORARY STEEL PIPE SHORING SYSTEM AFTER NEW
& 21 L\ oL S0 STRUCTURAL UPGRADE WORK IS COMPLETED. REFER TO DRAWING A—101 FOR
o 18 5 j j 8 STRUCTURAL SCOPE OF WORK.
= 16 I A 18 12 18 4] REFER TO DEMOLITION DRAWING AS-101 FOR SCOPE OF WORK ON CONCRETE
" \11 e TYP. \ e N I TREAD/RISER UNIT.
1 | — I . 17 SsssssssssssssS 5] EXISTING CONCRETE STOOP TO BE REMOVED. REFER TO DRAWING AS—101
SN T % S mF)éoucH T \ FOR EXTERIOR SITE WORK DEMOLITION NOTES AND REQUIREMENTS.
N S N 7
AV I N | Y l 7] <n 6] REMOVE EXISTING FILOORING SUBBASE DOWN TO EXISTING WOOD PLANK
> 2 IR o 10 O SUBFLOOR. SEE SHEET A-101 FOR FLOOR CONSTRUCTION REQUIRED
/ r—---- FOR NEW FINISH FLOORING.
11 . 5 oA /
A 19 3 7] REMOVE PORTION OF EXISTING GYP. BD. WALL INFILL AND ALUMINUM WINDOW
1 A UNIT AT PARTITION DENOTED. NEW GYP. BD. WALL INFILL TO BE INSTALLED
% o AND ALIGNED FLUSH WITH EXISTING PLASTER WALL.
g 8] REMOVE EXISTING PARTIALLY PANELED DOOR AND FRAME. OPENING TO BE
] s s 3 INFILLED W/ GYP. BD. PARTITION. ALIGN FLUSH W/ WALL.
oy L - 20 20 6
15 > - &l /‘" R I J" e ya , g] EXISTING FIRE EXTINGUISHER TO BE REMOVED AND REINSTALLED AFTER
B> J“ 6 e 5 16 o EK&%TRGJ%M[@G% INSTALLATION OF LAMINATED GYP. BD.
16 TYP. TYP. []p‘/_18 TYP. BE REPAIRED— 10| EXISTING WALL MOUNTED THERMOSTATS TO BE REMOVED AND RELOCATED AS
TYP. ’L\ REFER TO SHEET REQUIRED FOR REMOVAL OF EXISTING DOORS/FRAMES AND INSTALLATION OF
B n n 4 A-101 LAMINATED GYP. BD. ON EXISTING PLASTER WALLS. COORDINATE WITH NEW PLAN
% :“T“'.“‘“': T ‘\ [l ”] DRAWINGS.
g | / DN ® =1 =C\l Ll_
o 5 I 1 REMOVED IN THEIR ENTIRETY- = UR__ 15]  EXISTING WALL HUNG ELECTRIC WATER COOLERS SHALL BE PROTECTED DURING
8 | | P . CONSTRUCTION ACTIVIES.
R L | REMOVE EXISTING HANDRAILS AND
S [ BRACKETS— PATCH HOLES WITH HIGH L 310 13]  EXISTING WALL MOUNTED ANNUNCIATOR PANEL TO REMAIN.
g STRENGTH ggﬁégE%IEwFﬁ g VIF : 7] EXISTING PAD MOUNTED AR HANDLING UNIT AT EXTERIOR SCHEDULED TO
> PLAN  TRUE ' EXIST'G RETAINING PLAN  TRUE REMAIN. REFER TO MECHANICAL DRAWINGS FOR NOTES RELATIVE TO FILTER
< NORTH NORTH WALLS TO REMAIN NORTH NORTH REMOVAL AND REPLACEMENT DURING CONSTRUCTION ACTIVITIES.
5 FIRST FLOOR DEMOLITION PLAN PARTIAL BASEMENT DEMOLITION PLAN 5] REFER TO ELECTRICAL DRAWINGS FOR A DESCRIPTION OF THE EXISTING
% 1 1/4" = 1"-0" 0o 1 2 ¢ g 22 1/4" = 1'-0" o 1 2 ¢ 8 EQUIPMENT.
~ ey — ey —
- 5] EXISTING POWER OUTLET TO BE REMOVED AS INDICATED. REFER TO
= ELECTRICAL DRAWINGS FOR NEW WORK.
ke DEMOLITION PLANS LEGEND EXISTING LIGHT SWITCHES TO BE REMOVED AS INDICATED. REFER TO
17
= ELECTRICAL DRAWINGS FOR NEW WORK.
% EXISTING PLASTER WALL CONSTRUCTION TO REMAIN 1a] EXISTING LIFE SAFETY DEVICES TO BE REMOVED AND RELOCATED. COORD. W/
2 EXISTING GYPSUM BOARD WALL CONSTRUCTION TO REMAIN NEW PLAN' DRAWINGS
S — —— —  EXISTING CONSTRUCTION TO BE REMOVED IN ITS ENTIRETY, INCLUDING 9]  REMOVE PORTION OF EXISTING WALL AS INDICATED. ~ COORDINATE W/ NEW
g — == ’ DRAWINGS FOR EXTENT OF NEW REPAIR WORK.
= WALL SWITCHES, OUTLETS, THERMOSTATS, ETC. PATCH ABUTTING
= WALLS, FLOORS AND CEILINGS AS REQUIRED. REMOVE EXISTING ITEMS 20|  EXISTING WOOD WALL BASE TO BE REMOVED IN ITS ENTIRETY. PROVIDE
@ SCHEDULED TO REMAIN AS NECESSARY TO ALLOW THE COMPLETE CONTINUOUS HORIZONTAL WOOD PLATE FURRING AS REQUIRED TO INSTALL NEW
S = = T Il 3 = Tl DEMOLITION OF SELECTED ITEMS. REPAIR /REPLACE EXISTING ITEMS VINYL WALL BASE WHERE EXISTING WALLS HAVE BEEN DAMAGED DUE TO WOOD
g . . I l/—@ I 'V_® P l:/—@ P f@/ P ONCE DEMOLITION IS COMPLETED. BASE REMOVAL. PROVIDE VERTICAL WOOD FURRING AT CORNER LOCATIONS.
= aOx TYP. N
5 I I I I I | I I o | I I I I :D: EXISTING DOOR TO REMAIN 21| DEMO AND REWORK WALL FRAMING TO ACCOMMODATE FULLY RECESSED FIRE
. L _J L _J L _J L] T L L A EXTINGUISHER CABINET AND FIRE EXTINGUISHER.
o
2 L gL =‘/ :.: D00R T0 BE REMOVED 22| EXISTING PIPE COLUMN TO REMAIN.
= ] I NEZRN
& D D D/ P
= | ] 7z " 0
= s H ( I I 3Y EXISTING SURFACE MOUNTED LIGHT FIXTURE TO BE REMOVED.
3 CI-Zd0 Co1 | | g | | | E=== e | g Ol f@/ Le===4d
bol 4 L g DEMOLITION CEILING PLAN KEY NOTES
S 1 ~
= I \ g EXISTING LIGHT FIXTURE TO REMAIN (7) EXISTING SURFACE MOUNTED LIGHT FIXTURE TO BE REMOVED. REFER TO NEW
o i CEILING PLAN AND ELECTRICAL DRAWINGS FOR NEW SCOPE OF WORK.
~ . N F3a
il B — e 2 M S W — ”]:----:u.”. R * EXIT SIGN TO BE REMOVED (2) EXISTING EXIT SIGN TO BE REMOVED AND REPLACED.
3 ] | b | i ooC CIII CC1mIIcs ==s===s=ss=s==:==
= by D, i S ~ | j_ P EXISTING EMERGENCY LIGHT TO REMAIN. (3) REMOVE EXISTING FINISH CEILINGS (GYP. BD., PLASTER, ACT AND GRID) AND
= ) N
: RO H o5 mms SRS e I EXISTNG FIRE ALARM PULL STATION TO. REMAN REQURE. REVOVAL AND. REINSTALLATION OF EXISTING DUCTWORK, CONDUIT
o R o ) R N D AN W | i " /@/ =4 EXISTING SMOKE DETECTOR TO REMAIN. ELECTRICAL DEVICES, ETC.
i /—@/ M T ‘ EXISTING FIRE ALARM HORN/ STROBE LIGHT TO REMAIN. (4) PATCH, SAND AND REPAINT CEILING AS REQUIRED TO PROVIDE FOR A UNIFORM
g ~ = [ = =If === LIKE NEW FINISHED CONDITION THAT IS FREE FROM BEING ABLE TO SEE ANY
i — E—— /7 ool @—\II I O \ Il }':/—@ L L EXISTING NURSE CALL LIGHT SIGNS OF PATCHING, AND/OR REPAIRS WHEN FINISHED PAINTING.
B I = — |
hg l I :_ J" 0 u J— J\ Bl ;\“ EXISTING LIGHT SWITCH TO BE REMOVED. @ DASHED LINES INDICATE EXISTING MECHANICAL DUCTS MOUNTED BELOW FINISH
= I I L D | CEILINGS, TYPICAL THROUGHOUT. DUCTWORK TO REMAIN, UNLESS NOTED
i ~ I3 VP | - (T EXISTING THERMOSTAT TO BE REMOVED AND RELOCATED. OTHERWISE.
% 0/ T~ " @
- L | ; REMOVE, SALVAGE AND RELOCATE EXISTING SMOKE DETECTOR DUE TO
2 -+ | T I EXISTING POWER DEVICE 1O BE REMOVED. INSTALLATION OF NEW CEILING. REFER TO NEW PLANS, SHEET A-101 FOR
< | | | | | COMPLETE INFORMATION.
i =
:} EXISTING SUSPENDED ACOUSTICAL CEILING SYSTEM TO BE REMOVED
(s
2 NOTE:  LIGHT SWITCH DEMOLITION IS SHOWN
- ON FIRST FLOOR DEMOLITION PLAN, - - -
z NORTH NORTH
IEE!! gg <EEE!;;;> <i§%%§;> :3 1/4" = 1'-0" 0o 1 2 ¥ g
ey —
S IDIQ NO. VA69D-13-D-0042
N CONTRACT NO. VA69D-14-J-3280
HIE : SITE PLAN: ENGINEERS + CONSULTANTS: ARCHITECT + ENGINEERS: i TR Nsphgiog Office of
ey - S— FIRST FLOOR, PARTIAL BASEMENT, AND INTERIOR ARCHITECTURAL
i |= - R ) REFLECTED CEILING DEMOLITION PLANS CONSTRUCTION AT BUILDING 5 |[uiding Number Construction
2|1 - > and Facilties
A I — g 700 Nicholas Blvd. Suite 403 : Proj i j i
g o E Bk Crova vilage, 1L 40007 Approved: Project Director Igﬁ:actg\eo . Drawing Number M anagement
§ - - T:847.952.9362 F.847.952.9403 '
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| 6 7 8 9

MATCH EXISTING RISERS
AT 5 1/2" (+/-)
NOTE: ADJUST HEIGHT OF

| { { {
j N/ f -/ -/ j @ | GRiOE To WoRK Wi New TEST AND BALANCE GENERAL NOTES
819 6 819 6 819 819 819 819 6 STAIRS.

ISTING / 1. PROVIDE A COMPLETE TEST AND BALANCE OF THE EXISTING 1. REFER TO SHEET A-301 ROOM FINISH SCHEDULE FOR ALL NEW INTERIOR
819 OFFICE EXISTING EXISTING HVAC SYSTEM(S) AND EQUIPMENT. FINISHES.

OTE]?E OTSE EYISTING 2. THE COMPLETED BALANCING OF THE SYSTEM(S) SHALL BE 2. REFER TO SHEETS AS—101 AND A—201 FOR ALL EXTERIOR WORK.
112 | OFFICE DN ' ADJUSTED TO WITHIN 5%—10% OF THE ORIGINAL DESIGN 3. EXISTING CEILING HEIGHTS SHALL REMAIN, UNLESS NOTED OTHERWISE
1 . , .
— f 5 f EXISTING CONDITIONS AS REFERENCED ON THE VA PROVIDED AS—BUILT
e VESTIBULE DRAWINGS AND/OR T&B REPORT. 4. REFER TO ELECTRICAL DRAWINGS FOR ALL NEW LIGHT FIXTURE LOCATIONS AND

_ TYPES.
L Vi & 5. WHEN COMPLETED PROVIDE THE VA WITH AN AS—BUILT TEST

AND BALANCE REPORT. 5. REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS OF CEILING MOUNTED

SPEAKERS, EXIT SIGNS, EMERGENCY LIGHTING, SMOKE AND HEAT DETECTORS.
4. THE T&B CONTRACTOR SHALL BE A REGISTERED AND CERTIFIED COORDINATE IN FIELD WITH THE COR FOR FINAL LOCATIONS OF EXIT SIGNS.

COMPANY /ORGANIZATION EXPERIENCED IN PERFORMING THIS

‘\ ) 'D_D WORK. 6. EXISTING MECHANICAL DUCTWORK, GRILLES, BOXES, ETC. SHALL REMAIN.

EXIST. .—6 1
f ! 51 o 819 5. T&B CONTRACTOR IS SUBJECT TO COR APPROVAL, 7. EXISTING EXPOSED ELECTRICAL CONDUIT SYSTEMS ARE NOT IDENTIFIED IN THESE

MECH. YARD
. 4 6
R o
O L— 1 4_/K—A Jf J \ ' DRAWINGS. REFER TO ELECTRICAL DRAWINGS FOR SCOPE OF WORK RELATED

L 5 15 EXISTING ” ] {712 ” TO THESE SURFACE MOUNTED CONDUIT INSTALLATIONS.
N RUKYL 7 12J/ 6 8. REFER TO SHEET A—401 FOR ALTERNATES.
4 C100 e
]

N
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~
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\

one foot
6
AN
~

&

109
115A

three inches

one foot

9. WHERE DUCTWORK, CONDUIT OR OTHER ELEMENTS ARE IN WALLS THAT ARE TO
BE REMOVED, THESE ITEMS SHALL BE SUPPORTED WITH HANGERS AS REQUIRED.

—_

||v |

107
106

EXISTING 2
IT CLOSET N
1100 L

1 PLAN KEY NOTES

d) 7
6 \ HEB I 1| NEW DOOR, FRAME AND HARDWARE. SEE DOOR AND FRAME SCHEDULE,

SHEET A-301.
EXISTING EXISTING 17 12J
OFFICE CLOSET o] PROVIDE AND INSTALL TWO (2) NEW 2 X 10 WOOD SISTER JOISTS,

/WOMEN,S s T C100A EXIST. USING STRUCTURAL GLUE AND SCREWED TO EACH SIDE OF EXISTING
N / / EXISTING CRAWLSPACE DAMAGED JOISTS.  REMOVE EXISTING SHORING PIPES AT COMPLETION

CHANGING CHANGING L T2 ) el OF WORK.
112 ROOM ROOM vEEélTSEUEE EXISTING EXISTING ] OFFICE d

EXISTING 107 WOMEN MEN o EXIST. / 3] SEE SHEET AS-101 FOR SCOPE OF STAIR REPAIRS AND ALTERNATE.

1 4 /A EXISTING 7A
J.C.

J100

V101B

1
-—16]  EXISTING 6 6 /

OFFICE T / 72

1

one and one half inches
»

=

ELEC.

| PUMP_ROOM
[104B | 104A 6 8 ) e
£100 8]9 ~\ 6 8]9 6 8] 9 ~\ 6 { e [6 NEW 121/27 DI STEEL R EIE A ) 5 2 21 NEW 5/8” GYP. BD. OVER 2-1/2" METAL STUDS FURRED AROUND

I' EXISTING MECH. RETURN DUCTS. FRAME AS CLOSE TO DUCTWORK AS
HANDRAIL—_SEE_DETAIL 10,/A=201 / / 1 POSSIBLE. TRIM OUT OPENING OF RETURN GRILLE AND PROVIDE CLEAN
FINISH.

~
A

one foot

' 1 1 1 1 1 1 1 1 o) 3
1 JJ \ T T @ \ ] 2A] NEW 5/8” GYP. BD.— SPAN LENGTH OF DUCT ON ONE SIDE FROM
1 DN ”
. . /—11 \12R 0 |6-3/4" (APPROX.) N EXISTING WALL TO NEW FURRED PARTITION ON OPPOSITE SIDE.
” \ ”»
_/ 3 NEW 1-1/2" DIA. STEEL ———_ - - | _—y INFILL OPENING WITH GYP. BD. OVER METAL STUDS @ 16" 0O.C., WITH
/_10 GUARDRAIL, PAINTED. L / FQ L FQ L FQ L 3" BATT INSULATION. MAKE WALL FLUSH W/ EXISTING WALL
CENTER RAIL IN WALI7— SEE g 2 '¢_ ’q / CONSTRUCTION.  TAPE, SAND AND FINISH WALL.

DETAIL 9/A-201 '_qg”
i i | ' 7 17297 V.IF. — / 6| LAMINATE, SCREW AND FASTEN 5/8" GYP. BD. OVER EXISTING PLASTER

- : . NEW CONC. RETAINING WALL— DOWELED INTO EXISTG 1 / WALLS. LAMINATE W/ DRYWALL ADHESIVE. AT CEILING EDGES, INSTALL

@ 12" 0.C. VERTICAL— SEE STRUCTURAL DRAWINGS PLAN  TRUE TEAR AWAY BEAD, TAPE AND FINISH. ALL WALLS SHALL BE SANDED,
PLAN  TRUE NORTH NORTH TAPED, AND FINISHED. SEE ROOM FINISH SCHEDULE FOR FINISH.

NORTH NORTH PROVIDE WOOD FURRING TO SUPPORT THE INSTALLATION AT LOCATIONS
FIRST FLOOR PLA 2 PARTlAL BASEMENT PLAN WHERE THE PLASTER IS MISSING IN THE WALL FACE AND AT THE WALL
@ @ 1 1/4" = 1'=0" o r 2 v g BASE WHERE SUPPORT IS FULLY MAINTAINED.  FURR AT A MINIMUM
174" = 10 o r 2 3 g e OF 16" 0.C., TYP.

e ey ——

(001 D
(@)

one inch

one foot

7| EXISTING EXPOSED WOOD FLOOR DECK CONSTRUCTION: NEW FLOOR

FINISH OVER LATEX UNDERLAYMENT SKIM COAT OVER 3/4" T&G

PLYWOOD SHEATHING (SCREWED & GLUED @ 8" 0.C.) OVER SELF

PLAN LEGEND LEVELING FLOOR COMPOUND (TO FILL DIPS AND VOIDS) OVER BUILDING
FELT OVER EXISTING WOOD PLANK SUBFLOOR.

EXISTING PLASTER WALL CONSTRUCTION TO REMAIN 7A| EXISTING PLYWOOD SUBFLOOR TO TO BE LEVELED AS REQUIRED WITH
SELF LEVELING FLOOR COMPOUND SO THAT NEW FLOOR FINISHES WILL
EXISTING EXISTING EXISTING EXISTING GYPSUM BOARD WALL CONSTRUCTION TO REMAIN HAVE A SMOOTH AND LEVEL TRANSITION BETWEEN THE EXISTING TOILET

EXISTING OFFICE OFFICE OFFICE ROOM AND JANITOR CLOSET FINISH FLOORS AND THE CORRIDOR.
OFFICE  / w:p / TY:P. _

NEW WALL AND/OR NEW LAMINATED GYP. OVER EXISTING WALL g ] REFER TO SHEET A-301 FOR CONSTRUCTION DETAILS AT ALL EXISTING
%_(
O] | L | ) L

' | [
) r . = T 2 EYISTING PLASTER CEILING TO REMAIN. 12| PAINT ALL EXPOSED ELEMENTS (DUCTS, DUCT INSULATION, CONDUITS,
AN 4 i 3 A=A EXISTING 28 (% PIPES, HANGERS, ETC.) REPLACE/ REPAIR EXISTING DUCT INSULATION
EX'SM CLOSET THAT IS TORN, RIPPED OR DAMAGED PRIOR TO PAINTING.

|D:
) AN
(:>—\ CORRIDOR
C100A EXISTING
CT100 [C100A}+— \ VESTIBULE S _ 13| PUSH PLATE FOR DOOR OPERATOR. REFER TO ELECTRICAL DRAWINGS.

Q V100

] I ] ‘ b | O] N\ =] - S 14| RESINSTALLED LIFE SAFETY DEVICE. COORDINATE W/ ELECTRICAL.

three quarters inch

EXIST.
MECH. YARD

WINDOW  UNITS.

iDi g | FURNISH AND INSTALL WINDOW TREATMENTS AT ALL EXISTING WINDOW
H EXISTING DOOR TO REMAIN UNITS. REFER TO SPECIFICATIONS FOR COMPLETE INFORMATION.

one foot

10| SEE SHEET AS—101 AND STRUCTURAL DRAWINGS FOR CONCRETE RAMP

— — /) PLAN AND DETAILS.
D D/ D (ﬂ NEW DOOR
= = . I SEE SHEET AS—101 AND STRUCTURAL DRAWINGS FOR NEW CONCRETE

1 = ® SIDEWALK LAYOUT AND CONSTRUCTION.

one half inch
0
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[1100 ]
EXISTING
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/—@ \ e T | CEILING PLAN KEY NOTES
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] ' o I 1 (2] NEW EXIT SIGN
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NEW WALL MOUNTED LIGHT FIXTURE.

PROVIDE NEW 5/8" GYPSUM BOARD CEILING, ATTACHED TO BOTTOM
OF EXISTING ROOF JOISTS. PROVIDE FURRING AS REQUIRED FOR
LEVELING.

RELOCATED SMOKE DETECTOR.

one foot

15| NEW FULLY RECESSED FIRE EXTINGUISHER CABINET AND FIRE
EXTINGUISHER.  SEE DETAIL 10/A-301.
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NEW DOOR AND FRAME IN
REMAIN= TYP. EXIST'G MASONRY OPENING—
SEE DR. SCHEDULE, SHEET
o EX. DOOR TO A-301.
REMAIN NEW 1-1/2" DIA. PANTED 1-1/2” DIA. PAINTED STEEL
PIPE POSTS, TOP AND 2
\ STEEL HANDRAIL— TYP. ) ™ .
N SEE DETAIL FOR 1-1/2" DIA. PAINTED SIM BOTTOM RAILINGS, W/ % \\-201
EX. FACE BRICK REPAIR STEEL PIPE RAILINGS NS DIA. RAILS @ 4” 0.C.
| |LQ;/—_”//’:” I = DEDUCT ALTERNATE . —
L T D ) NO. 03 T 7= : A -
EX. FIN. GRADE ] | e o © y =
— __'__q____u__'L EX._FIN. FLOOR gy =2 7 y e
@ EX_FIN. FLOOR % e —— | _| 1 EL= 00 |/ A X
EL= —-1-0 = = = .: N 0 '
- | ~ L R \ A-201) ™
EX. FIN. GRADE | . y, EX. CRAWLSPAC INFILL FACE BRICK — *o
| e g Nt TEL= —4-6" TO MATCH EXISTING ]
= | NOTE RECONSTRUCTED CONCRETE SN gVTHAlEFEQSE S&%SE\B o
BELOW STAIRS— SEE SECTION 3/A-201 ~Eq N
S~ EX. BASEMENT o _ EX|_BASEMENT ~
SOUTH ELEVATIO == EL= -8-0 FLT -8-0"
1 L | N
1/4'= 1'-0" -7 : '
/ S S— S,
@ 1/4°= 107 01z ad 8 4 1/4’= 1"-0" o 1 2 ¥ g
ey —
NEW STEEL PIPE HANDRAIL—
SEE DETAIL 8/A—201
DOOR OPERATOR PUSH
PLATE NEW CONC. SIDEWALK—
NEW CONCRETE STOOP SEE STRUCT. DWES.
\ SIDEWALK
CEW CONC . @ EX_FIN, FLOOR = 5 = T3¢
RAMP W/ 2 N f SEE DETAIL FOR HL= 070 s R "/ (V.LF.)
EX. FACE BRICK WHEEL GUARD © |- A REPAIR |
: / EXIST'G 8” CONCRETE |
T / ~ NEW CONC. FROST ENDWALLS TO | e 3/4" EXP. JOINT
EX. FIN. GRADE " / - 0 SIDEWALK | BETWEEN NEW CONC
L . \ ” e . . EX._FIN. FLOOR gy REMAIN AND SUPPORT | ;
@EX_FIN._FLOOR "%LL—LA% fF— ) / 9Pk £9°9 EL= 0'—0 NEW STOOP— SEE i SIDEWALK AND EXIST'G
FL= —1-0" = N U7 —r J N STRUCT. DWGS. | PARKING LOT PAVEMENT
/ N ) I NEW FROST WALL— SEE
) N
EXIST'G FOUND. | ~ XKy % EX. CRAWLSPAC \ STRUCT. DWES.
B WALLS TO REMAIN AND 4 NS ) EL= —4'—6 S STRUCT UGS FOR
BE USED FOR NEW ~ : . .
/ RAMP— REFER TO RECONSTRUCTED CONCRETE L EX'SEOGOT?N”(';L[XHS EXTENSION OF EXISTING
SEE STRUCT. DWGS. STRUCTURAL DRAWINGS STAIRS— SEE SECTION 3/A-201 ~TL COUNDATION WALL FROST WALLS
FOR FOUNDATION “OR COMPLETE <7 _ L Ei&_m\%
— = = = —0 -
WAL= TYP. o ______ _INFORMATION _ _ L 10 STOOP DETAIL
MOVE ENTIRE PLATFORM AS REQUIRED TO PROVIDE FOR A MINIMUM 1/4°= 10" oz s
SECTION THRU RAMP 1:20 SLOPE FOR BOTH RAMPS (RAMPS TO HAVE THE SAME SLOPE)
2 1/4°= 1'=0” o v 2 ¢ g
ey —
O\
1"~ " — ALUMINUM”RIBBED BAR ABRASIVE 1-1/2" DA, STEEL RAL 1-1/2" DIA. STEEL RAIL,
” NOSING, 3" WIDE STRIP, . \ : : _
y MAX 44 ANCHORED INTO CAST CONCRETE e {1 — ALUMINUM RIBBED BAR ABRASIVE WELDED TO POST— TYP. WELDED 10 POST-— TYP.
@1/ PLATEORM STOP NOSING STRIP 3" FROM e 1T NOSING, 3" WIDE STRIP,
00— ? J,, JL ”»
0-1/2 i VERTICAL EDGES— TYP, o ANCHORED INTO_ CAST CONCRETE. 1-1/2" DIA. STEEL POST 3/4" DIA. PAINTED STEEL
STOP NOSING STRIP 3" FROM g L 1g2 Da STEEL POST, / RALS. WELDED TO BOTTOM
#4 NOSING VERTICAL EDGES— TYP. < STEEL PLATE , AND TOP RAILS. SPACED @
BAR- TYP. o ) 4" 0.C.— TYP.
NEW CONCRETE 9
SIDEWALK o T 1-1/2" DIA. HANDRAIL
e ANCHOR TO EXISTING
ELEVATION gy #4 NOSING BAR- ) MASONRY OR CONCRETE -
S TYP. ol . WALL '
(V'l'F') #4 BARS @ 12” "l Q ” ” ” 3 3 ” R
0.C— SEE STRUCT. N 3/8” X 8” X 6" EMGEDDED 3/8” X 8” X 6” EMGEDDED o Oedr
\{ DWGS. FOR N STEEL PLATE W/ (2) 1/2" STEEL PLATE W/ (2) 1/2" 5 g
#4 BARS @ 12" 0.C.— SEE COMPLETE ~ DIA. STUDS DIA. STUDS £ -
STRUCT. DWGS. FOR INFORMATION S
COMPLETE INFORMATION 45 BARS @ 970.C. NEW 12" W FROST WALLS- NEW 12" W FROST WALLS— =
0 SEE STRUCT. DWGS. SEE STRUCT. DWGS.
5 CONCRETE STAIR DETAIL 5 TYP. STAIR DETAIL % % S =
1-1/2"= 1’=0" 0 1/2 y 11/2 1-1/2"= 1'-0" 0 1/2 v 112 X , , NEW CONC. RAMP Y
Lo ch A4
L HANDRAIL DETAIL
9 1-1/2"= 1'-0" 0 1/2' v 11/2
e e —
A A
7 1-1/2"= 1’0" 0 1/2 1 11/2 @ 1-1/2"= 1’0" 0 1/2 1 11/2
e e —— e e ——
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ROOM FINISH SCHEDULE
DOOR & FRAME SCHEDULE ROOM FLOOR BASE WALLS CEILING
DOOR ROOM LEAF FRAME FIRE HDW No. | ROOMNAME NORTH WEST SOUTH EAST
NO. ROOM LOCATION NO. Width | Height | THK | MATL | ELEV | MATL | ELEV. HEAD | JAMB SILL RATING See GLASS NOTES REMARKS ' Material | Color | Material| Color | Material | Finish | Color | Material | Finish | Color | Material | Finish | Color | Material | Finish | Color Type Finish | Height
DET. | DET. | DET. 087100 002 |PUMP ROOM N/A N/A NA | NA N/A NA | NA N/A NA | NA N/A NA | NA N/A NA | NA N/A NA NA
001 EXIST. PUMP ROOM 001 3-0" 64" | 134" | HM. A H.M. 2 4/A301 | 5/A301 NA HW-E2 NOTE 5 V100 |EXISTING SHEET | SV-1 | VNYL | VB-1 [GYP.BD.| PAINT| P-1 | GYP.BD.| PANT| P-1 | GYP.BD. | PANT [ P-1 GYP. | PAINT | P-1 EX. P2 | EXISTG
V100 EXIST. VESTIBULE V100 3-0" 7'-0" 13/4" | HM. C H.M. 3 | 11/A301 | 12/A301 | 13/A301 HW-E 1 TEMP. NOTE 5,6 VESTIBULE VINYL BD. PLASTER
3 ZA301 V101 |[EXISTING SHEET| SV-1 | VINYL | VB-1 [GYP.BD.| PANT | P-1 [GYP.BD.| PANT| P-1 | GYP.BD. | PANT| P-1 | GYP. | PAINT| P-1 EX. P-2 | EXISTG
2% V101A  |EXIST. VESTIBULE V101 3-0" 7-0" | 134" | HM. B H.M. 1 4IA301 | “qpr | 6/A301 HW-E3 TEMP. NOTE 3,5 VESTIBULE VINYL BD. PLASTER
2 — — - : C100 |EXISTING SHEET | SV-1 | VINYL | VB-1 |GYP.BD.| PAINT | P-1 EX. |PANT| P-1 | GYP.BD. [PANT| P-1 | GYP. | PANT| P-1 EX. P-2 | EXISTG
” V101B  |EXIST. VESTIBULE V101 3-0 70 13/4" [WOOD| B H.M. 1 1/A301 | 2/A301 NA HW-SH-3 | TEMP. NOTE 3,5 CORRIDOR VINYL GYP.BD. BD. PLASTER
o o . \ 1/A301 | 2/A301 C100A |EXISTING SHEET | SV-1 | VINYL | VB-1 |GYP.BD. | PAINT | P-1 EX. | PANT| P-1 EX. PAINT | P-1 EX. | PAINT| P-1 EX. P-2 | EXISTG
¢ C100A |EXIST.CLOSET C100A | 240 70 13/4" [WoOD| A H.M. 1 S S NA HW-1A NOTE 1,5 CLOSET VINYL PLASTER PLASTER PLASTE PLASTER
= 102 EXIST. OFFICE 102 3-0" 7-0" | 134" |WOOD| B H.M. 1 1/A301 | 2/A301 NA HW-3 TEMP. NOTE 1,5 J100 E:'LSITTg‘ISS NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA
£ 103 EXIST. OFFICE 103 3-0" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3 TEMP. NOTE 2,5 £100 |ELECTRICAL NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA
106 MEN'S CHANGING RM 106 3-0" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3 TEMP. NOTE 5 CLOSET
- 107 WOMEN'S CHANGING RM 107 3-0" 7-0" | 134" |wooD| B H.M 1 1/A301 | 2/A301 NA HW-3 TEMP NOTE 5 00 |ITCLOSET NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA
B 108 EXIST. OFFICE 108 3-0" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3 TEMP. NOTE 5 102 |EXISTING SHEET | SV-1 | VINYL | VB-1 [GYP.BD.| PANT | P-1 [GYP.BD. | PANT| P-1 |GYP.BD. | PANT| P-1 | GYP. [PANT| P-1 | GYP.BD. | P-2 [8-8"(VIF)
2 — — - OFFICE VINYL BD.
g 109 EXIST. OFFICE 109 30 0 134" |WooD) B HM. 1 1/A301 | 2/A301 NA HAW-3A TEMP. NOTE 1.5 103 |EXISTING SHEET | SV-1 | VINYL | VB-1 |GYP.BD.| PAINT | P-1 EX. |PANT| P-1 [GYP.BD. [PANT| P-1 | GYP. | PANT| P-1 EX. P-2 | EXISTG
” 111 EXIST. OFFICE 111 3-8" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3 TEMP. NOTE 2,5 OFFICE VINYL GYP.BD. BD. PLASTER
2 112 EXIST. OFFICE 112 30" | 7-0" | 134" |wooD| B | HM. 1 | 1/A301 | 2/A301 | NA HW-3A | TEMP. NOTE 1, 5 104A  [MENS TOILET NA NA NA NA NA NA | NA NA NA | NA NA NA | NA NA NA | NA NA NA NA
2o 115A EXIST. OFFICE 115 3-0" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3A TEMP. NOTE 1,5 104B [WOMEN'S NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA NA
5 115B EXIST. OFFICE 115 3-0" 7-0" | 134" |wooD| B H.M. 1 1/A301 | 2/A301 NA HW-3A TEMP. NOTE 2, 5 TOILET
< NOTES. 106 |MEN'S SHEET | SV-1 | VINYL | VB-1 |[GYP.BD. | PANT| P-1 |[GYP.BD.|PAINT| P-1 |GYP.BD. | PANT| P-1 |GYP. PAINT | P-1 EX. P-2 | EXISTG
s : | CHANGINGRM  |VINYL BD. PLASTER
- 1. ALTERNATE: THIS DOORIS REMOVED AS PART OF THE ALTERNATE. SEE SHEET A-401 FOR ALTERNATE DRAWINGS. 107 |WOMEN'S SHEET | SV-1 | VINYL | VB1 |GYP.BD. | PANT | P-1 | GYP.BD. | PANT | P1 | GYP.BD. | PAINT | P-1 | GYP. | PAINT | P-1 EX. P2 | EXISTG
c 2. ALTERNATE: THIS DOOR IS REMOVED AS PART OF THE ALTERNATE, AND BECOMES A H.M. FRAMED CASED OPENING. SEE SHEET A-401 FOR ALTERNATE DRAWINGS. CHANGINGRM  IvinvL BD. PLASTER
2 3. AUTOMATIC DOOR WITH PUSH PLATE OPERATOR. 108  |EXISTING SHEET | SV-1 | VINYL | VB-1 [GYP.BD. | PANT | P-1 [ GYP.BD.[PANT| P-1 [ GYP.BD. [ PAINT | P-1 GYP. | PAINT | P-1 EX. P-2 | EXISTG
° 4. NIA OFFICE VINYL BD. PLASTER
N 5. DOOR FRAME THROAT OPENINGS WILL VARY AND SHALL BE SIZED FOR EACH DOOR UNIT. FIELD VERIFY EACH CONDITION BEFORE SUBMITTING SHOP DRAWINGS. 109 |EXISTING SHEET | SV-1 | VINYL | VB-1 |GYP.BD. | PAINT | P-1 [ GYP.BD. | PAINT | P-1 | GYP.BD. | PAINT | P-1 GYP. | PAINT | P-1 EX. P2 | EXISTG
6. EXISTING STONE FRAME SURROUNDING DOOR AND FRAME TO REMAIN. VERIFY IN FIELD EXACT MASONRY OPENING TO DETERMINE FRAME FACE DIMENSION. OFFICE VINYL BD. PLASTER
111 |EXISTING SHEET | SV-1 | VINYL | VB-1 [GYP.BD. | PANT| P-1 |GYP.BD. | PANT| P-1 | GYP.BD. | PAINT | P-1 EX. | PAINT| P-1 EX. P-2 | EXISTG
OFFICE VINYL GYP.BD. PLASTER
112 |EXISTING SHEET | SV-1 | VINYL | VB-1 |[GYP.BD. | PAINT | P-1 EX. |PANT| P-1 | GYP.BD. | PANT| P-1 EX. | PAINT| P-1 EX. P-2 | EXISTG
= OFFICE VINYL GYP.BD. GYP.BD. PLASTER
= SEE DOOR SEE DOOR SEE DOOR giEHE%%(EFEQ SEE DOOR SEE DOOR ‘ 115 |EXISTING SHEET | SV-1 | VINYL | VB-1 |[GYP.BD. | PAINT | P-1 EX. |PANT| P-1 | GYP.BD. |PANT| P-1 | GYP. |PAINT| P-1 EX. P2 | EXISTG
2 S 6 ;6 VISION GLASS 100 rV GLASS b £ £ . 7’%2” *:2" - %5 *,i 3
8 S _\l%: +1 x (i
5o N (4 (s FINISHES:
I = \\ . 7/ . N n P-1 Glidden, Low Luster Acrylic, Color: Sherwin Williams- Buff-SW-7683
<= = ac L N Ll © N az | © N A ac L ac L ac L P-2 Glidden, Low Luster Acrylic, Color: Sherwin Williams- High Reflective White SW-7757
0 © < o - o - | o | o - o - o
£ g = \\ SR | \\ S Rl ™ A = = = W SV-1  Johnsonite, Contract Plus, Color: to be selected at later date
o = == == — = == == == - \ VB-1  Johnsonite, 4" H, 1/8 gauge, thermoplastic vinyl, Color: to be selected at later date SEE DRAWING G-001 FOR PAINTING NOTES
© o O / O | L / o O O L O L O EX.  ALUM. WINDOW
2 n D y N o y n 0| B R% nwn nwnv . .
= p 2 AR \TO REMAIN
o
i / / . _ _ | _ | | (s ) WD. WINDOW SILL AND - EVATION
S INSULATED PANELED — \20 ) APRON NEW 5/8” GYP. BD. =
5o = @ STEEL DOOR @ @ @ @ LAMINATED OVER EXIST'G
s || 2 EXISTING WINDOW LN ATER S WL R
. S DOOR TYPES FRAME TYPES INTERIOR ELEVATION- TYP. - . 48" VAX AFF
G <DE ” ” ” 9 ”» ” /— \<_|_' e
£ 8 REMOVE PORTION OF 585y SIH 25/8 585y UK 25/8 REMOVE PORTION OF 585y SIE 25/8 " ‘ © ({;ﬁ\ - 10 OPERABLE AR
= —_— 41 4 ” 7 41 2 —_— 4 2 » /“ s .
tog— 5 INSTALLATION OF NEW A LAMINATED AND SCREWED OVER REMOVE PORTION OF — Y 5/8" GYP. BD. (EA. SIDE) INSTALLATION OF NEW A LAMINATED AND SCREWED OVER \ ) e Il |
. © PLASTER & LATH WALL PLASTER & LATH FOR LAMINATED AND SCREWED OVER PLASTER & LATH WALL — >~ 0 1l |
% = HEADER. INFILL W/ G.B. NSTALLATION OF NEW PLASTER & LATH WALL HEADER. INFILL W/ G.B. U f |
e 2| AND SHIMS AS REQD FOR (2) 2 X 8 WD. HEADERS W/ AND SHIMS AS REQ'D FOR (2) 2 X 8 WD. HEADERS W/ , I |
= | INSTALLATION OF NEW GYP. \ 'qc / L CoNT. 5/8” PLYWD. SPACER HEADER. INFILL W/ G.B \ | ——2 X 4 WD. STUDS— TYP. BA.-|\STALLATION OF NEW GYP. \ i / T CONT 5/8” PLYWD. SPACER — 2 X 4 WD. BLOCK'G- Ul .
= - 1/2 1/2 AND SHIMS AS REQD FOR ’|/2 4 ’|/2 SIDE B 1/2 1/2 TYP. EA. SIDE | |
= BD. WALL FINISH— TYP. J\( s NSTALLATION. OF NEW GYP %ﬂ\' s BD. WALL FINISH— TYP. )[ % | / |
o : : ' SEALANT BOTH SIDES : ' ' SEALANT BOTH SIDES . i ' SEALANT BOTH SIDES
= EA. SIDE T f_\_,_'li_ o0 WALL EINSHe v T = T L — EA. SIDE i {C | | FEC ELEVATION
> FA. SIDE FULLY RECESSED METAL METAL TRIM FLANGE R
+ = H.M. FRAME (16 GA.), FIRE EXTINGUISHER AROUND OPENING, MTD /
e H.M. FRAME (16 GA.), HM. FRAME (16 GA.), L
& 2 2" PAINTED y 9 PAINTED N PAINTED CABINET, COORDINATE TIGHT TO FEC, FINISH
= S — - — Z-STRAP ANCHOR (3) ) LINE OF WALL BEYOND OPENING 5{5; éCOF?E:l\TIB FLUSH W/ 5/8" GYP. BD.
2 ' DOOR— SEE DOOR SCHED DOOR= SEE DOOR SCHED AL TERNATE NO. 01
© = ’ - . , MANUFACTURER
5 7 /\ m m m FIRE EXTINGUISHER CABINET
” © 1 TYP. INTERIOR HEAD DETAIL 2 TYP. INTERIOR JAMB DETAIL 3 CASED OPENING 301 ———
< g 301 1-1/2'=10" 301 11/2'=10" W 11/2'=1'0" w
i S FIN. FLOOR'G OVER LATEX ALUM. THRESHOLD, 1/4”H X 10”
8° 5 UNDERLAYMENT SKIM COAT OVER 3/4” (APPROX.)— ANCHOR INTO
0 % T&G PLYWD. SHEATHING OVER SELF \ MASONRY WALL
° EX. MASONRY WALL LEVELING FLOOR COMPOUND OVER _
| EX. CONC. FOUND. WALL , NEW CONC. PLATFORM— SEE
3 " / FXIST'G WOOD PLANK SUBFLOOR / T STRUCT. DRAWINGS.
= EX. STEEL LINTELS TO REMAIN- EX. FACE BRICK =
CT\‘ PANT / 3) MASONRY ANCHORS | | \
= \ _ EX. FLASHING TO REMAIN /( ) Ll — |
-+ E —— B - 3
$ - T [ SHIM, BACKER ROD & E]t_ru_j‘\ SHIM, BACKER ROD &
L YT 2 — —N SEALANT ; SEALANT NEW ALUM. THRESHOLD- —= "
< = 2~ 2 MAX. 1/4°H
i S ., H.M. FRAME (16 GA.), FULLY 5 3/4” HM. FRAME (16 GA.), FULLY
! z . 5x3/4 \ GROUTED, PAINTED GROUTED, PAINTED
£ =z EX. WD. FLOOR JOIST ’ -2 %" VIF. -0 %" VIF. FIN. FLOOR'G OVER LATEX
£ = o X \L e MASORRY WAL EL>A<\$HT %VFEEASJEOQEQ N : f GYP. BD. LAMINATED & f : f e
z, = A . BU. A COAT OVER 3/4" T&G
g , ( 2\ TYP.EXTERIOR HEAD DETAIL {5\ TYP.EXTERIOR JAMB DETAIL 6\ EXTERIOR SILL DETAIL WALL SCREWED TO EXIST'G  SOAT OUER 5/ 1" T
§Oh = @30y e 301/ e 30y ey GYP. BD. LAMINATED & ~———— EXISTG PLASTER & LATH WALL <~ EXISTG SELF LEVELING FLOOR
= S SCREWED TO EXIST'G MASONRY" WALL MASONRY WALL COMPOUND OVER EXIST'G —
- 1 GYP. BD. LAMINATED AND Y GYP. BD. LAMINATED AND ) GYP. BD. RETURN CASED PLASTER & LATH WALL WOOD PLANK SUBFLOOR
= EX. FACE BRICK - oL , EX. FACE BRICK - BY , 7 GRENG EXIST'G STONE
- \ SCREWED 10 EXIST \ SCREWED TO EXISTG SEALANT ALL SIDES HEADER TO SEALANT ALL SIDES -
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DEDUCT ALTERNATES DEDUCT ALTERNATE NO. 02
DEDUCT ALTERNATE NO. 02
1. THIS SHEET INDICATES THE DEDUCT ALTERNATES TO THE IN LIEU OF THE DEMOLITION AND FURNISHING OF NEW STAIRS
BASE SCOPE OF WORK. ALL GENERAL NOTES, KEY NOTES, AND STOOP, PROVIDE THE REPAIR WORK AS DETAILED AND
: ETC. SHALL BE INCLUDED AS PART OF THESE DRAWINGS, SPECIFIED.
i =T o EEmEmEmEmEmmm—m—— LV'L%STHE EXCEPTIONS PROVIDED ON THE ALTERNATE 1. STRIP, GRIND, PRIME AND REPAINT EXISTING COLUMNS,
3 REMOVE EXISTING GYP. BD. WALL ' GUARD RAILS, HANDRAILS, AND EXPOSED MISCELLANEOUS
IN ITS ENTIRETY. ALL UTILITIES 2. SEE BELOW FOR DESCRIPTION OF ALTERNATES. METAL BRACKETS, PLATES, ETC.

SHALL BE CAPPED ABOVE FINISH

CEILING OR BELOW FINISH 2. EXTERIOR CONCRETE STAIRS AND STOOP TO BE REPAIRED.

AS PER DETAILED NOTES BELOW.
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11 4 [ 4
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© u - e “ I 2. HOLLOW METAL FRAMED CASED OPENINGS SHALL BE INSTALLED
0 2. EXTERIOR CONCRETE STAIRS AND STOOP TO BE REPAIRED.
S IN LIEU OF DOORS AS INDICATED ON THE NEW FLOOR PLAN, AS PER DETAILED NOTES BELOW.
! SEE 3/A—301.
. 3. INFILL DOOR OPENINGS AS INDICATED ON THE NEW FLOOR
go PLAN. WALLS SHALL BE 5/8” GYP. BD. OVER WOOD STUDS
x o AND SHALL ALIGN WITH NEW LAMINATED GYP. BD. WALLS. DEDUCT ALTERNATE NO. 02 + 03
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STRUCTURAL GENERAL NOTES

BUILDING CODE IBC 2015 4.0 STRUCTURAL STEEL 8.0  DEMOLITION
RISK CATEGORY || 41  GENERAL 81  THE CONTRACTOR SHALL CAREFULLY REMOVE ONLY THE EXISTING ITEMS IDENTIFIED ON THE
ALL STRUCTURAL STEEL WORK SHALL CONFORM TO THE AISC “SPECIFICATIONS FOR ARCHITECTURAL AND STRUCTURAL DRAWINGS. IN NO CASE SHALL THE REMOVAL OF ANY
STRUCTURAL LOADING DATA — TENANT STRUCTURAL IMPROVEMENTS STRUCTURAL STEEL BUILDINGS” 2005, "SPECIFICATION FOR STRUCTURAL JOINTS USING ASTM PORTION OF THE EXISTING STRUCTURE BE PERFORMED IN SUCH A WAY AS TO AFFECT THE
A325 OR A490 BOLTS” 2004, "CODE OF STANDARD PRACTICE FOR STEEL BUILDINGS AND STRUCTURAL INTEGRITY OF THE REMAINING PORTION OF THE BUILDING. THE CONTRACTOR
SLAB ON GRADE BRIDGES,” 2005 AND AWS D1.1 2004. SHALL NOTIFY THE COR IMMEDIATELY OF ANY STRUCTURAL ITEMS WHICH
LIVE LOAD 100 PSF THE PROVISIONS OF THE ALLOWABLE STRENGTH DESIGN METHOD (ASD) WAS USED AS A BASIS NEED TO BE DEMOLISHED BUT ARE NOT CLEARLY IDENTIFIED ON THE STRUCTURAL OR
CONCENTRATED LOAD 1,000 LBS FOR DESIGN. ALL FORCES/REACTIONS INDICATED ON THE DESIGN DOCUMENTS ARE ARCHITECTURAL DRAWINGS. THE CONTRACTOR SHALL MINIMIZE THE EXTENT OF THE
THEREFORE NON—FACTORED ASD FORCES/REACTIONS. DEMOLITION TO THE EXISTING STRUCTURE TO ONLY THAT REQUIRED TO INSTALL THE NEW
GUARDRAIL/HANDRAIL — IBC 2015 THE CONTRACTOR?S STRUCTURAL STEEL DETAILER SHALL PREPARE STEEL ERECTION AND SHOP DRAWINGS BUILDING ADDITION.
HANDRAIL AND GUARDRAIL SYSTEM CONCENTRATED LOAD 200 LBS ANY DIRECTION ANY IN' ACCORDANCE WITH THE GUIDELINES AND GOOD PRACTICES NOTED IN THE AISC “DETAILING
LOCATION FOR STEEL CONSTRUCTION.” THIRD EDITION 9.0 STRUCTURAL TESTS AND INSPECTIONS (IBC 2015)
HANDRAIL AND GUARDRAIL SYSTEM UNIFORM LOAD OF 50 LB/FT ANY DIRECTION
4.2  SUBMITTALS 9.1 ALL TESTS AND INSPECTIONS SHALL BE PERFORMED BY AN INDEPENDENT TESTING AND
1.0 GENERAL CHECKED STEEL SHOP DRAWINGS. INSPECTION AGENCY IN ACCORDANCE WITH CHAPTER 17 OF IBC 2015. THE SPECIAL
CONNECTION CALCULATIONS PREPARED, SIGNED AND SEALED BY CONTRACTOR'S LICENSED INSPECTOR SHALL OBSERVE THE WORK ASSIGNED FOR CONFORMANCE TO THE APPROVED
1.1 THE CONTRACTOR SHALL VERIFY IN THE FIELD ALL EXISTING CONDITIONS INCLUDING ALL STRUCTURAL ENGINEER. DESIGN DRAWINGS AND SPECIFICATIONS.
DIMENSIONS AND ELEVATIONS. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE COR MATERIAL CERTIFICATES (UPON REQUEST)
OF ANY DISCREPANCIES BETWEEN THE EXISTING CONDITIONS AND THE DESIGN DOCUMENTS. WELDING CERTIFICATES (UPON REQUEST) 9.2  THE SPECIAL INSPECTOR SHALL FURNISH INSPECTION REPORTS TO COR AND THE GENERAL
1.2 THE STRUCTURAL DRAWINGS ARE TO BE USED IN CONJUNCTION WITH THE ARCHITECTURAL, STAIR /HANDRAIL /GUARDRAIL STRUCTURAL CALCULATIONS PREPARED, SIGNED AND SEALED BY CONTRACTOR. ALL DISCREPANCIES SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION
MECHANICAL AND ELECTRICAL DRAWINGS. CONTRACTOR’S LICENSED STRUCTURAL ENGINEER. OF THE COR FOR CORRECTION. IF UNCORRECTED, THE SPECIAL INSPECTOR SHALL NOTIFY THE
1.3 THE CONTRACTOR SHALL COORDINATE WITH THE MECHANICAL AND ARCHITECTURAL COR AND THE GENERAL CONTRACTOR.
DRAWINGS AND WITH THE MECHANICAL CONTRACTOR, 4.3  MATERIALS
1.4  THE CONTRACTOR SHALL NOTIFY THE COR IMMEDIATELY OF ANY DISCREPANCIES. ALL STRUCTURAL STEEL SHAPES SHALL BE ASTM A992 (Fy=50 ksi)
1.5 THE CONTRACTOR SHALL COORDINATE THE WORK OF ALL TRADES AND MAKE NECESSARY ALL STRUCTURAL STEEL PLATES AND ANGLES SHALL BE ASTM A36 (Fy=36 KSI). 9.3 THE SPECIAL INSPECTOR SHALL SUBMIT A FINAL REPORT STATING WHETHER THE WORK
INVESTIGATIONS AND FIELD MEASUREMENTS. ALL STRUCTURAL TUBES SHALL BE ASTM A500 GRADE B (Fy=46 KSI). REQUIRING SPECIAL INSPECTION WAS IN CONFORMANCE WITH THE APPROVED PLANS AND
1.6 DO NOT SCALE DRAWINGS. ALL STRUCTURAL PIPES SHALL BE ASTM A53 GRADE B (Fy=35 KSI). SPECIFICATIONS AND THE APPLICABLE WORKMANSHIP PROVISIONS OF THIS CODE.
1.7 THE A/E HAS NO SUPERVISORY RESPONSIBILITY, HAS NO CONTROL OF OR ALL WELDING SHALL CONFORM TO AMERICAN WELDING SOCIETY "STRUCTURAL WELDING
RESPONSIBILITY FOR THE MEANS, METHODS, TECHNIQUES, PROCEDURES OR SEQUENCE OF CODE”, AWS D1.1. 9.4  JOB SITE VISITS BY THE A/E OF RECORD DOES NOT CONSTITUTE AN
CONSTRUCTION, HAS NO RESPONSIBILITY FOR THE FAILURE OF ANY CONTRACTOR TO PERFORM THE WORK ALL WELD ELECTRODES SHALL BE E70XX AND ALL WELDING SHALL BE PERFORMED BY OFFICIAL SPECIAL INSPECTION.
IN ACCORDANCE WITH THE DESIGN DOCUMENTS AND NO RESPONSIBILITY TO DEVISE, IMPLEMENT OR CERTIFIED WELDERS. ALL WELDING TO CLEAN BARE STEEL.
ENFORCE ANY SAFETY PRECAUTIONS OR PROGRAMS FOR THE PROJECT. ALL WELD SIZES SHOWN ARE SIZED FOR LOAD ONLY. WELDS SHALL BE INCREASED IN SIZE AS 9.5 THE FOLLOWING LIST OF MATERIALS AND WORK REQUIRE SPECIAL INSPECTIONS
REQUIRED TO MEET AISC MINIMUMS.
ALL GROOVE WELDS SHOWN ARE FULL PENETRATION WELDS UNLESS NOTED OTHERWISE. ALLOWABLE SOIL BEARING PRESSURE
b0 EXCAVATION WELDS NOTED AS PARTIAL PENETRATION GROOVE WELDS SHOW "EFFECTIVE” SIZE OF WELD. PROOF ROLLING OF GRADE BELOW SLAB ON GRADE
: WELD JOINTS SHALL BE DETAILED BASED ON PROCESS USED AND POSITION OF WELD TO MEET CONCRETE REBAR PLACEMENT
THE "EFFECTIVE” SIZE SHOWN ON THE DRAWINGS. CONCRETE PLACEMENT
2.1 g%“(‘)TRRATCJ OSF’QTASR'#A%F LV%QLE AhbT%lS‘TerG CBOEF%O(\SVF GARNAYDEN%'RLQTEEENACEQ INTERFERENCES ALL BOLTING SHALL BE WITH 3/4” DIAMETER A325 (BEARING TYPE) HIGH STRENGTH BOLTS GUARDRAIL /HANDRAIL PLACEMENT
ok AL Y A= A e el - UNLESS NOTED OTHERWISE. ALL CONNECTIONS SHALL CONFORM TO AISC ”"MANUAL OF STEEL
5% STRIP TOPSOIL OVER THE ENTIRE RAMP. AREA : CONSTRUCTION”, 13TH ED., TABLE 10—1. MINIMUM CONNECTION CAPACITY SHALL BE 9.6 THE CONTRACTOR SHALL PROVIDE AN INDEPENDENT, 3RD PARTY, TESTING LABORATORY AND
h Dxoavate Ao REaURED For TR UNDING BrRENCH FOOTINGS ON UNDISTURBED SOIL OR 50% OF THE TOTAL UNIFORM LOAD CAPACITY NON COMPOSITE BEAMS AND 75% OF INSPECTION AGENCY TO PROVIDE ALL REQUIRED INSPECTIONS AND TESTING AS PER THE
: Comal e A5 REQIRED FOR FOURIIE O TRENGE FoRiaves ON © THE TOTAL UNIFORM LOAD CAPACITY FOR COMPOSITE BEAMS AS SHOWN IN TABLES OF “UNIFORM LOAD PROJECT REQUIREMENTS AND THE SPECIFICATIONS, SUBJECT TO COR APPROVAL(S).
; : CONSTANTS” IN PART 3 OF THE MANUAL, UNLESS LARGER REACTIONS ARE SHOWN ON THE
25  FOOTINGS SHALL BEAR AT SUFFICIENT DEPTH TO PROVIDE ADEQUATE FROST COVERAGE PER SRAWINGS.
éﬂ%@VLN Rgg“gi%g“;ib BNET%CESCASE SHALL DEPTHS BE LESS THAN THE MINIMUM DEPTHS PROVIDE FULL SIZE 1/4” SETTING PLATES ON 4,000 PSI NON—SHRINK GROUT FOR ALL COLUMNS
e N L e AREE OF WATER CONTINUOUSLY AND (4)—3/4” DIAMETER ASTM F—1554—36 ANCHOR BOLTS, UNLESS NOTED.
- - ERECT ALL MEMBERS WITH NATURAL CAMBER UP, EXCEPT FOR CERTAIN CANTILEVERED
2.7  BACKFILL BEHIND EXTERIOR WALLS ON THE OUTSIDE OF THE BUILDING WITH COMPACTED EMBERS
GRANULAR FILL PLACED IN 10” LOOSE LIFTS COMPACTED TO 85% OF MAXIMUM DENSITY. “tin
2.8 BACKFILL ON INSIDE OF BUILDING WITH COMPACTED GRANULAR FILL PLACED IN 10” LOOSE ;)?F?L\J/C'DDT%RSEUB FRAMING FOR EQUIPMENT SUPPORTED ON OR SUSPENDED FROM THE
LIFTS COMPACTED TO 95% OF MAXIMUM DENSITY. :
2.9  CONTRACTOR’S TESTING SERVICE SHALL CONFIRM THE ALLOWABLE BEARING PRESSURES élLELLDSTEVEVELSEéL"AN%E ASTHggL$O,nggSV%'NTHFAF)YFfL]MGE SPUAF'QNF;CAESS %F;E%'EED'CRW%EE BS(SJEFE%CES 10 BE
AND SOIL CONDITIONS. CONNECTIONS.
4.4  EXECUTION
3.0 CONCRETE VERIFY THAT FIELD CONDITIONS ARE ACCEPTABLE AND ARE READY TO RECEIVE WORK.
STEEL ERECTION TOLERANCES SHALL BE IN ACCORDANCE WITH THE CODE OF STANDARD PRACTICE.
3.1 GENERAL REQUIREMENTS
ALL WORK SHALL CONFORM TO ALL REQUIREMENTS OF THE FOLLOWING EXCEPT AS 5.0 GALLERY WORK
MODIFIED BY THE REQUIREMENTS OF THE CONTRACT DOCUMENTS.
ﬁg: g%_]?’ BSUPIE[%IEEDAQ(())[,)\]E FF?ER STRUCTURAL CONCRETE 5.1  ALL GALLERY WORK (GUARDRAILS/HANDRAIL) ARE DELEGATED DESIGN ITEMS AND
- QUIREMENTS FOR STRUCTURAL CONCRETE SHALL MEET THE DESIGN REQUIREMENTS OF THE BUILDING CODE NOTED
ACl 360—10 GUIDE FOR DESIGN OF SLAB ON GRADES SBOVE  OSHA MNDASCE 7 SECTION 4
ﬁg: %g_ﬁ%’ 85@&“% MSIT\IUV@EATHER CONCRETING 5.2  GUARDRAIL/HANDRAIL SHALL BE DESIGNED TO MEET CODES LISTED ABOVE. POSTS AND RAILS
Ol 30605 GUIDE TO CoLD WeATHER CONCRETING SHALL BE A MINIMUM 1—1/2" DIAMETER STANDARD GALVANIZED PIPE (ASTM A53 GR B) WITH ALL
WELDED JOINTS AND FIELDED WELDED TO EMBED PLATES. POSTS SHALL BE SPACED NO GREATER
2o SUBMITTALS THAN 4'—0” ON CENTER. SHOP FABRICATE IN AS LARGE OF SECTIONS AS POSSIBLE FOR EASE
CONCRETE MIXES WITH HISTORICAL TEST DATA. = %UEEE%TFLOH'ELDALGLALE\?AGNE%NSGHAALTL ABLEL E/QV%LLJB‘QED AND WELDS GROUND SMOOTH.
MATERIAL CERTIFICATES: CEMENT, AGGREGATES, ADMIXTURES, REINFORCING STEEL 2 PROVIDE WEEP HOLES AT BAcE Of AL POSTS
REINFORCING STEEL PLACEMENT DRAWINGS : :
53 PRODUCTS 6.0 SHOP DRAWINGS AND TEST REPORTS
REINFORCING BARS: ASTM A615 GRADE 60
EINEORCING BANS. WELDAGL e ASTv A708. GRADE 60 5.1 &E)EEIF;A)LR CRC%I:IATERVCCTOR SHALL CHECK ALL SHOP DRAWINGS BEFORE SUBMITTAL TO
EBAR'TNLAVKI'SECEQBEF@'% AASSTW §11§g NPE | OR I 6.2 REVIEW BY COR WILL BE FOR CONFORMANCE TO GENERAL LAYOUT AND
NOORECATES, Aemt 633 : DESIGN INTENT ONLY. CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ACCURACY OF
arem POTABLE ASTh Coa DIMENSIONS, FABRICATION, FIT UP OF PARTS AND BILLS OF MATERIALS. CONTRACTOR SHALL
AOMURES COORDINATE WORK OF VARIOUS TRADES AND MAKE NECESSARY FIELD MEASUREMENTS.
é'HREﬁl'E‘:TAFEA'K‘['RﬁXTAS;“E"S CAZS6TOM c a04 6.3 THE CONTRACT SPECIFICATIONS PROVIDE A COMPLETE LISTING OF SUBMITTALS. THE
, FOLLOWING IS A SUMMARY OF THE REQUIRED SUBMITTALS:
AIR CONTENT FOR CONCRETE EXPOSED TO WEATHER: 4 TO 7%.
SLUMP: 4”
CONCRETE STRENGTH: F'C 4,000 PSI AT 28 DAYS CONCRE;%DUCT DATA SHEETS
MIXING PER ASTM C94 PROPOSED CONCRETE MIX DESIGNS WITH ASSOCIATED HISTORICAL TEST DATA.
CURING COMPOUNDS: ASTM C309 OR C1315 UATERIAL CERTIFICATIONS
24 EXECUTION REINFORCING STEEL PLACEMENT DRAWINGS PER ACl 315
: CONCRETE COVER FIELD QUALITY CONTROL TESTS: SLUMP, AIR CONTENT, COMPRESSIVE STRENGTH ETC.
CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH 37 GALLERJR(%VSUR& (SATTA/LRSSQHEAE'%RA'L/ GUARD RAIL/LADDERS ETC)
CONCRETE EXPOSED TO EARTH OR WEATHER 2” UATERIAL CERTIFICATIONS
CONCRETE NOT EXPOSED TO WEATHER 1—1/2” S TRUCTURAL STEEL SHOP DRAWINGS
ALL FOOTINGS AND WALL FOOTINGS SHALL BE FORMED UNLESS NOTED.
LAP SPLICE LENGTHS PER ACl 318 CHAPTER 12 USING A CLASS B SPLICE. ALL WELDED WIRE DESIGN CALCULATIONS SIGNED AND SEALED BY PROFESSIONAL ENGINEER.
FABRIC SHALL BE LAPPED ONE GRID MINIMUM
ALL SLAB—ON—GRADE CONSTRUCTION JOINTS SHALL BE KEYED: REINFORCING SHALL NOT PASS 7.0 DESIGN DELEGATION
[ggg#JEGj;o'i%rSHAOgRSSHgAmMg,m/' FEBI_EATI\\/Ingl:/lVHAEDFEJI—ZACI\EISTT' gIS(L)JVF\{/E. CONTROL OR CONSTRUCTION 7.1 CERTAIN COMPONENTS OF THE COMPLETED CONSTRUCTION ARE BEING DESIGN DELEGATED TO THE
; : MANUFACTURER OF THE COMPONENT. THE FOLLOWING ARE DESIGNATED TO BE DESIGN DELEGATED ON
JOINTS SHALL BE PLACED IN ACCORDANCE WITH ACI RECOMMENDATIONS I.E.. A MAXIMUM THIS PROJECT
PANEL SIZE (IN FEET) EQUAL TO APPROXIMATELY THREE TIMES THE THICKNESS OF THE SLAB GUARDRAIL. HANDRAIL.  ETC.
(IN INCHES) IN BOTH DIRECTIONS. OTHER WORK AS LISTED ON DRAWINGS, SPECIFICATIONS AND CUSTOMARY INDUSTRY STANDARDS.
HOOK ENDS OF BARS INTERRUPTED BY OPENINGS. HOOK TOP BARS AT ALL EDGES. AT ALL 7.2  WHERE DELEGATION OF DESIGN IS SPECIFIED, THE MANUFACTURER SHALL BE RESPONSIBLE FOR
WALL AND SLAB OPENINGS, PROVIDE 2—#5 BARS X OPENING WIDTH PLUS 4 FEET (2 FEET EACH RETAINING THE SERVICES OF A LICENSED STRUCTURAL ENGINEER IN THE STATE HAVING JURISDICTION.
SIDE) EACH FACE, UNLESS SHOWN OTHERWISE. IS LOCATED. THE LICENSED STRUCTURAL ENGINEER SHALL DESIGN AND DETAIL COMPONENTS TO
PLACEMENT OF CONCRETE IN COLD WEATHER SHALL COMPLY WITH ACI306 MEET GOVERNING BUILDING CODES, STANDARDS AND THE SPECIFIED PERFORMANCE CRITERIA.
%ﬁggk‘ﬁggsOSFHACELN%REEETTE Al(léll j% WAEQT%%Fj SAE%LLAC?O%F’BLYA!'LH M’Tﬁfﬁ?f& SIGNED AND SEALED CALCULATIONS SHALL BE SUBMITTED FOR RECORD. THE DESIGN DELEGATED
: : SPONSIBLE FOR THE DESIGN OF THE COMPONENT.
[OLERANCES SHALL MEET ACI T STRUCTURAL ENGINEER SHALL BE SOLELY RE
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SYMBOL DESCRIPTION SYMBOL DESCRIPTION THE FOLLOWING ARE THE SOLE PROPRIETARY VENDORS
1. ELECTRICAL CONTRACTOR SHALL REVIEW ENTIRE SET OF CONTRACT DOCUMENTS: 17. ALL WIRE AND CABLE SHALL BE COPPER ONLY, TYPE "THWN” OR "XHHW”. CHOSEN BY THE VA FOR THE BELOW ITEMS:
INCLUDING BUT NOT NECESSARILY LIMITED TO ALL ARCHITECTURAL, ALL MINIMUM WIRE SIZE TO BE #12 EXCEPT FOR CONTROL WIRE. ALL WIRE SIZE A.F.F. ABOVE FINISHED FLOOR 2—DATA PORTS MOUNTED HORIZONTALLY AT +18” A.F.F. UNLESS :
STRUCTURAL, ALL MECHANICAL, ALL ELECTRICAL, ALL PLUMBING, AND ENTIRE #10 AWG AND SMALLER SHALL BE SOLID. ALL CABLE #8 AWG AND LARGER > OTHERWISE NOTED
PROJECT MANUAL. ELECTRICAL CONTRACTOR SHALL ACKNOWLEDGE AND INCLUDE SHALL BE STRANDED. FOR ALL UNDERGROUND SERVICE CONDUCTORS FROM E.C. ELECTRICAL CONTRACTOR ITEM VENDOR INFORMATION
IN THE SCOPE OF WORK (CONTRACT) ALL CONDITIONS PERTINENT TO THE THE UTILITY COMPANY TRANSFORMER TO THE SERVICE EQUIPMENT SHALL h 2 DATA OUTLETS AND 2 VOICE OUTLETS MOUNTED HORIZONTALLY
COMPLETION OF THE ELECTRICAL WORK. ELECTRICAL CONTRACTOR SHALL FULLY BE TYPE "RHH—RHW—USE” (CROSS—LINKED POLYETHYLENE INSULATION). EM INDICATES FIXTURE CONNECTED TO EMERGENCY SERVICE AT +18” AF.F. UNLESS OTHERWISE NOTED CARD READER /ACCESS ENORMAN SECURITY SYSTEMS INC.
COORDINATE ELECTRICAL WORK WITH THE INSTALLATION OF WORK BY ALL OTHER
TRADES AND MAKE NECESSARY FIELD ADJUSTMENTS AS REQUIRED TO 18. ALL 20 AMPERE BRANCH CIRCUIT HOMERUNS 100’ OR LONGER SHALL BE EWC ELECTRIC WATER COOLER > 1 VOICE OUTLET AND 1 DATA OUTLET MOUNTED HORIZONTALLY AT | VIDEO SURVEILLANCE ADVENT SYSTEMS, INC.
ACCOMMODATE THE ELECTRICAL INSTALLATION. ALL OF THE ABOVE SHALL BE MINIMUM #10 AWG OR LARGER SIZED TO LIMIT VOLTAGE DROP. COMPLY WITH 18" A.F.F. UNLESS NOTED OTHERWISE
INCLUDED IN THE SCOPE OF WORK AT NO ADDITIONAL COST TO THE VA. ALL CODES, REGULATIONS, PROJECT AND VA REQUIREMENTS. GFl GROUND FAULT INTERRUPTER SINGLE GANG VOICE OUTLET. MOUNTED VERTICALLY FIRE ALARM SYSTEMS SIEMENS FIRE ALARM SYSTEM
2. ELECTRICAL CONTRACTOR SHALL CAREFULLY EXAMINE THE DRAWINGS AND 19. NO ROMEX OR BX WILL BE PERMITTED. GND GROUND INDICATES GREEN GROUND CONDUCTOR CONNECTED W[> 48" A.F.F. STUB CONDUIT 6" INTO ACCESSIBLE CEILING BUILDING AUTOMATION JOHNSON CONTROLS
SPECIFICATIONS, VISIT THE SITE OF THE WORK, AND FULLY INFORM HIM/HER TO EQUIPMENT AND PANEL SPACE UNLESS NOTED OTHERWISE
SELF AS TO ALL CONDITIONS AND MATTERS THAT CAN, IN ANY WAY, AFFECT 20. ALL WIRE SHALL BE INSTALLED IN THIN WALL (E.M.T.) CONDUIT UNLESS NL NIGHT LIGHT 24 HOUR OPERATION ]
THE WORK OR THE COST THEREOF, SHOULD THIS CONTRACTOR FIND OTHERWISE NOTED. MINIMUM SIZE SHALL BE 3/4” EXCEPT FOR DROPS FOR ’ FIRE ALARM—MANUAL PULL STATION, 48" A.F.F.
DISCREPANCIES IN, OR OMISSIONS FROM, THE DRAWINGS, SPECIFICATIONS OR DEVICES, SWITCH LEGS, TEMPERATURE CONTROL CONDUITS, WHERE UN.O UNLESS NOTED OTHERWISE
OTHER DOCUMENTS OR BE IN DOUBT AS TO THEIR MEANING, NOTIFY THE COR INDICATED OR AS CALLED FOR ON DRAWINGS. o FIRE ALARM— HORN / STROBE DEVICE
AT ONCE, IN WRITING, OF ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS
AND NEW WORK, OR BETWEEN ELECTRICAL WORK AND THE WORK OF OTHER 21. ALL THINWALL FITTINGS SHALL BE OF THE STEEL COMPRESSION GLAND TYPE. WP WEATHERPROOF FIRE ALARM— STROBE ONLY DEVICE
TRADES AND OBTAIN CLARIFICATION PRIOR TO SUBMITTING ANY BID. LACK OF -
SUCH NOTIFICATION SHALL BE CONSTRUED TO INDICATE NO DISCREPANCIES OR 22. ALL UNDERFLOOR, UNDERGROUND OR EXPOSED—TO—WEATHER CONDUIT SHALL L O T oy, AMPERE RATED, MOUNTED 48 /A | FIRE ALARM — MAGNETIC HOLD OPENS
CONFLICTS EXIST. ADDITIONAL COMPENSATION WILL NOT BE GRANTED AFTER BE HEAVYWALL GALVANIZED RIGID STEEL. (GR.S.), MINIMUM 3/4". F.F. S5 NOTED :
AWARD OF CONTRACT FOR ANY WORK REQUIRED TO COMPLY WITH THESE $ SUBSCRIPT: "a égLVETEOEASE LETTER INDICATES SWITCH FIRE ALARM — CEILING MOUNTED SMOKE DETECTOR
REQUIREMENTS. 23. ALL CONDUITS 2” OR LARGER SHALL BE GALVANIZED RIGID STEEL OR »3* _ DENOTES THREE WAY TOGCLE SWITCH
3. THE ELECTRICAL CONTRACTOR IS RESPONSIBLE TO FURNISH AND INSTALL A INTERMEDIATE METAL CONDUIT (I.M.C.). "2P” — DENOTES TWO POLE TOGGLE SWITCH (® | FIRE ALARM — CEILING MOUNTED HEAT DETECTOR
ggg"%ﬁg,%E,_{‘EPC,IE'T%A',:-OSRYTES“"P‘EC:’,‘!',*CE'-‘,’%EJH%R,EBE ,_-NU%N“’,';:'EI'DON,N%"}AT_HLED OR 24. ELECTRICAL CONTRACTOR SHALL INSTALL SIZE OF CONDUIT SHOWN AND AS oc | | CLOSED GIRCUIT TELEVISION OUTLET — CEILING MOUNTED
WIRED ON THE ELECTRICAL DRAWINGS. THE ELECTRICAL CONTRACTOR WILL SCHEDULED ABOVE AND SHALL NOT REDUCE SIZING OF CONDUITS TO SUIT $ WALL MOUNTED DUAL—TECHNOLOGY (PIR/ULTRASONIC) OCCUPANCY UNLESS OTHERWISE NOTED.
' WIRE FILL CAPACITY. SENSOR, 48" A.F.F. UNLESS NOTED OTHERWISE.
BE RESPONSIBLE COMPLETELY FOR ALL PURCHASES AND LABOR FOR A v VISUAL
COMPLETE OPERATING SYSTEM FOR THIS ITEM.
25. ALL CONDUIT FASTENERS, STRAPS, SUPPORTS ETC. MUST BE "BOLT-ON” THERMAL OVERLOAD TOGGLE SWITCH WITH PROPERLY A UDI0 /VISUAL
4. ANY MENTION OF A SPECIFIC VOLTAGE ON THE ELECTRICAL DRAWINGS SHALL GALVANIZED STEEL ON EXPOSED CONSTRUCTION AND IN WET AREAS. $T SIZED HEATER ELEMENTS, 48" A.F.F. UNLESS EQUIPMENT MOUNTED wid /
NOT RELIEVE THE ELECTRICAL CONTRACTOR OF THE RESPONSIBILITY TO VERIFY igél\’/EOSNUSBg-é\%EgA%TE/?bN GCSADWIDEL gII-EIPPSEI;%I%%BAL PACF&@E;XY-%%S AND
THE VOLTAGE PRIOR TO PURCHASING OR ROUGH—IN WORK. : .
STRAPS, CLIPS, ETC. SHALL BE UL LISTED FOR THEIR USE. g:mﬁ P&%ﬁ“@,%”gﬁgﬁ%gﬁ;ﬁAéAg“féT?QESCENT SNGLE SIDED EXIT SIGN SCHEDULE
5. ELECTRICAL CONTRACTOR SHALL VERIFY ALL OUTLET MOUNTING ARRANGEMENTS, $D ALL NON—DIMMING SWITCHED ADJACENT TO =
HEIGHTS AND LOCATIONS WITH THE ARCHITECTURAL DRAWINGS PRIOR TO 26. NO CONDUITS SHALL BE ROUTED THROUGH HVAC AIR DUCTS. OR IN SAME ROOM SHALL BE THE SLIDE TYPE TO MATCH DIMMERS.
ROUGH—IN. ANY MENTION OF A SPECIFIC MOUNTING ARRANGEMENT, HEIGHT OR e
LOCATION SHALL NOT RELIEVE THE ELECTRICAL CONTRACTOR OF THE 27. ALL CONDUIT RACEWAYS SHALL BE CONCEALED IN OR WITHIN: WALLS, CEILING SUBSCRIPT:  "FD™ - ig%?/gfs FLUORESCENT DIMMER TO MATCH SYMBoL LETTERING MANUFACTURER /MODEL CHICAGO CODE
RESPONSIBILITY TO VERIFY THE SPECIFIC REQUIREMENT WITH THE EQUIPMENT CAVITY, ROOF CONSTRUCTION (WHERE APPROVED), SLAB, GRADE, ETC. UNLESS A
FURNISHED OR THE OTHER TRADES WORKING IN THE SAME AREA. NO ADDITIONS OTHERWISE NOTED. ANY RACEWAY THAT IS TO BE ROUTED EXPOSED SHALL BE LV" — DENOTES LOW VOLTAGE DIMMER TO MATCH ® 3 EXIT EMERGI-LITE#SNX42-RW-TBH27 C3
TO THE CONTRACT SUM WILL BE PERMITTED FOR OUTLETS IN WRONG LOCATIONS, APPROVED BY THE VA AND SUCCESSFULLY REVIEWED BY THE A/E. PRIOR TO ABOVE @
IN CONFLICT WITH OTHER WORK ETC. THE VA RESERVES THE RIGHT TO INSTALLATION. ALL CONDUIT SHALL BE ROUTED PARALLEL OR PERPENDICULAR DUPLEX RECEPTACLE. 120 VOLT. 20 AMPERE RATED. 18" AFF * 6 EXIT EMERGI-LITE#SNX42—-RW-TBH27 c6
RELOCATE ANY DEVICE 10'—0” PRIOR TO ROUGH—IN WITHOUT ANY ADDITIONAL TO WALLS AND STRUCTURAL MEMBERS WITH 90° BENDS WHERE REQUIRED AND : . , F.F. ——
CHARGES BY THE ELECTRICAL CONTRACTOR. amhb h,|13|-: RACKED. PULL AND JUNCTION BOXES SHALL BE HELD TO A UNLESS NOTED G%IHERVS'SEGT@D G';gﬁ'ﬁg”gﬁbg I'&'Tégggg%; %%E @ EXIT EMERGI-LITE#SNX42-RW-TBH27 c9
6. ALL INSTRUMENTS, APPARATUS AND EQUIPMENT SHALL BE TESTED AND ' S4 . RECEPTACLE EXIT 12
PROVED TO BE ELECTRICALLY AND MECHANICALLY WITHOUT DEFECTS. THE 28. NO WIREWAY, THROUGH OR JUNCTION SHALL BE UTILIZED WHERE MORE THAN 8 IG” — DENOTES ISOLATED GROUND TYPE @1 12 EMERGI-LITE#SNX42—-RW-TBH27
ELECTRICAL SYSTEM SHALL BE TESTED FOR GROUNDS OR SHORTS AND IF CONDUITS ARE ENTERING OR LEAVING. MULTIPLE WIREWAYS, TROUGHS RECEPTACLE
SHORTED OR GROUNDED, ALL SUCH WIRES SHALL BE REMOVED AND REPLACED. 85N%L6T$TC|)%N%ASBHL&% SE bJIT)I(IEISE\I?Vi TII-IN B'\II?% NCS_'SEC gNH[/)AL%:_T FEEDER OR @ 2 STAIRS EMERGI-LITEASNX42—RW—TBH27 c2
IF TROUBLE IS WITHIN CIRCUIT, ALL METERS, CABLES, EQUIPMENT OR APPARATUS : -
NECESSARY FOR MAKING ALL TESTS SHALL BE FURNISHED AND PROVIDED BY - Bﬂfg's‘g 8%_'7',_:‘EXW,SR§CNE§TT€§L%OL%OT\§DZSOQ&%NR&EQ :,f cgklji,féN @1 5 STARS EMERGI-LITE #SNX42-RW-TBH27 c5
ELECTRICAL CONTRACTOR. 29. NO CONDUITS SHALL BE ROUTED ON ROOF. ELECTRICAL CONTRACTOR SHALL JUNGTION. BOX '
COORDINATE ROOF PENETRATIONS WITH MECHANICAL PIPE CURBS. WHERE i . * o8
7. ELECTRICAL CONTRACTOR SHALL ESTABLISH SAFE WORKING PROCEDURES CONDUIT MUST BE RUN ON ROOF, IT SHALL BE RACKED WITH OTHER TRADES DUPLEX RECEPTACLE, 120V, 20 AMPERE RATED 6” ABOVE l 8 _STARS EMERGI-LITE#SNX42—-RW-TBH27
FOR THE PROTECTION OF THE WORKMEN IN ALL PHASES OF WORK, COMPLYING WHERE POSSIBLE OR PROVIDED WITH ITS OWN ROOF RACK SUPPORT SYSTEM % FINISHED COUNTER TOP OR BACK SPLASH MOUNTED HORIZONTALLY.
WITH THE APPLICABLE PROVISIONS OF ALL CITY, STATE, AND FEDERAL SAFETY WITH PROPER ROOF PLATE SO AS NOT TO CAUSE DAMAGE TO ROOF AT LOCATIONS WHERE THERE IS NO COUNTER TOP, @1 1 _STARS EMERGI-LITE#SNX42—-RW-TBH27 cn
LAWS (OSHA). IN ADDITION TO MEETING THE FULL REQUIREMENTS OF THE COVERING. g’%ﬁg';m%'f SHALL BE MOUNTED 42" A.F.F. UNLESS NOTED
PROJECT AND THE VA, THE ELECTRICAL CONTRACTOR SHALL EQUALLY COMPLY 30, ELECTRICAL CONTRACTOR SHALL FIREPROOF ALL CONDUIT OPENINGS :
WITH THE RECOMMENDATIONS CONTAINED WITHIN THE "MANUAL OF ACCIDENT : =)
" BETWEEN FLOORS AND ANY INTERSPACE FIRE SEPARATION BLOCK WALLS = CEILING MOUNTED DUPLEX RECEPTACLE, 120V, 20 AMPERE
PREVENTION IN CONSTRUCTION” AS ISSUED BY THE ASSOCIATION OF GENERAL
CONTRACTORS OF AMERICA, INC., 20TH AND E. STREETS, N.W. WASHINGTON, D.C WITH VA APPROVED UL LISTED FIRE RETARDANT MATERIAL. AS
. STREETS, M. ¢ | SUGCESSFULLY REVEWED BY THE /E @[S0 SRROSE RECEPTACLE, JoLTACE
8. THE ARCHITECT/ENGINEER(A/E) MAY MAKE PERIODIC VISITS TO THE JOB SITE TO | 5\ eo7RICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL SLEEVES THRU DOUBLE SIDED EXIT SIGN SCHEDULE
OBSERVE THE PROGRESS OF THE WORK AND TO OBSERVE WHETHER OR NOT — JUNCTION BOX WALL MOUNTED
WALLS AND CORING THRU FLOORS. ELECTRICAL CONTRACTOR SHALL
IT IS BEING PERFORMED IN ACCORDANCE WITH THE ELECTRICAL PLANS AND WEATHERPROOF ALL PENETRATIONS THRU FOUNDATION AND EXTERIOR WALLS
SPECIFICATIONS. THIS DOES NOT IN ANY WAY MEAN THAT THE A/E IS A : A [JUNCTION BOX WITH FLEXIBLE CONDUIT CONNECTION SYMBOL LETTERING MANUFACTURER /MODEL CHICAGO CODE#
83A%/*RNL%%UOTF TLHEE J%%NETT/ECTI%R&"GV?;& 8:_3 TR'EgF’SOE'Eé%E O'I';OiDSEAZE/IgY'N’ 32. FINAL EQUIPMENT CONNECTION TO PILOT CONTROL DEVICES SHALL BE MADE
2 ’ Q WITH 1°—0" MINIMUM LENGTH OF FLEXIBLE CONDUIT CONNECTION (IE. SOLENOID ® 18 EXIT EMERGI-LITE#SNX43-RW-TBH27 C18
SAFETY OR ADEQUACY OF ANY SHIPMENT, BUILDING, SCAFFOLDING, FORMS VALVES, MOTORIZED DAMPERS, ETC.) _O |MOTOR CONNECTION
OR OTHER WORK AIDS, OR FOR SUPERINTENDING, DIRECTING OR HAVING : » B1C). 18121 ExT EMERGI-LITEfSNX43-RW—TBH27 021
CHARGE AT THE ERECTION AND/OR CONSTRUCTION OF THE WORK. 33. ELECTRICAL CONTRACTOR SHALL PROVIDE CIRCUITS AND FINAL POWER Ml |ELECTRICAL PANEL o =
CONNECTIONS FOR FIRE PROTECTION FLOW SWITCHES, TAMPER SWITCHES AND (3) EXIT EMERGI-LITE#SNX43—-RW-TBH27 c21
9. UPON COMPLETION OF THE WORK, THE ELECTRICAL CONTRACTOR SHALL FUSED DISCONNECT SWITCH, SIZE AND RATING 21 _EXT_
REVIEW AND CHECK THE ENTIRE PORTION OF WORK, CLEAN EQUIPMENT AND ALARM BELLS AS REQUIRED TO PROVIDE A FULLY FUNCTIONAL SYSTEM [} |AS NOTED ON DRAWINGS 6l —
DEVICES, REMOVE SURPLUS MATERIALS AND RUBBISH FROM THE VA'S PROPERTY, | 34 RECEPTACLES INDICATED FOR G.F.. PROTECTION SHALL PROTECT /2 —~ EMERGI-LITE#SNX43-RW-TBH27 c24
LEAVING THE WORK IN NEAT AND CLEAN ORDER AND IN COMPLETE WORKING RECEPTACLE INDICATED ONLY. AT LOCATIONS WHERE G.F.l. RECEPTACLES p  |NON-FUSED DISCONNECT SWITCH, SIZE AND
CONDITION. THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ; RATING AS NOTED ON DRAWING
ARE INDICATED WITHIN 5° OFA PLUMBING FIXTURE AND IN SIGHT OF EACH e 17 STAIRS EMERGI-LITE#SNX43—-RW-TBH27 c17
REMOVAL OF ANY CARTON, DEBRIS, ETC. FOR EQUIPMENT INSTALLED BY THIS n .
CONTRACTOR INCLUDING EQUIPMENT FURNISHED BY THE VA. THE ABOVE SHALL OTHER, ELECTRICAL CONTRACTOR MAY ELECT TO USE ONE 'FEED THRU™ G.F.I. THERMOSTAT JUNCTION BOX MOUNTED 54° AFF. UNLESS
RECEPTACLE TO FEED "SLAVE” G.F.I. RECEPTACLE (S). G.F.l. CIRCUIT @ F.F. 18120 TAIRS EMERGI-LITE#SNX43-RW—TBH27 €20
ALSO APPLY TO ALL EQUIPMENT FURNISHED BY OTHERS AND UNPACKED OR OTHERWISE NOTED _STARS
REMOVED FROM CARTON, BY THE ELECTRICAL CONTRACTOR. BREAKERS WILL NOT BE PERMITTED TO PROTECT RECEPTACLES INDICATED FOR .
G.F.l. PROTECTION. |#9]20 STARS EMERGI-LITE#SNX43-RW—TBH27 €20
10. ;IEEEIIEVILEI%TRL%/T-IE) fgugRﬁ%ngAlTlsN GRESSF]’%EIS'\II%LES Eﬁ’QI'II?N g(:lnEgEkICl:\lg REIE)IVERY, CEILING MOUNTED DUAL—TECHNOLOGY (PIR/ULTRASONIC) OCCUPANCY —
, . . : SENSOR. STAIRS - _RW—
PROTECTING FROM DAMAGE, VANDALISM, THEFT OR WEATHER DURING 38¢23 —— EMERGI-LITEfSNX43-RW-TBHZ7 c23
CONSTRUCTION FOR ALL NEW EQUIPMENT FURNISHED BY THE ELECTRICAL Qo
CONTRACTOR. oo CEILING FAN
11. THE ELECTRICAL CONTRACTOR SHALL PAY ALL PERMIT FEES, PLAN REVIEW TR . EXIT SIGN — SEE EXIT SIGN SCHEDULE
FEES, LICENSE FEES, INSPECTIONS AND TAXES APPLICABLE TO THIS DIVISION, AS ELECTRICAL SYMBOL NOTES: ®
MAY BE REQUIRED, AND SHALL BE INCLUDED IN THE BASE BID AS PART OF THIS
CONTRACT. NOTE 4+ |WALL MOUNTED EMERGENCY BATTERY LIGHT FIXTURE.
12. ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL TEMPORARY ’
WIRING FOR HAND TOOLS AND CONSTRUCTION LIGHTING PER LATEST OSHA 1. ALL SWITCHES SHALL BE IVORY IN COLOR. 2 X 4 NIGHT LIGHT FIXTURE, 24 HOUR OPERATION
STANDARDS AND INCLUDE ALL COSTS IN THE BASE BID. COORDINATE ALL NL
REQUIREMENTS WITH THE GENERAL CONTRACTOR. 2. ALL RECEPTACLES SHALL BE IVORY IN COLOR AND MOUNTED AS
FOLLOWS: ]
13. ELECTRICAL CONTRACTOR SHALL GUARANTEE ALL WORK AND MATERIALS A.  NO SUBSCRIPT INDICATES MOUNTED HORIZONTALLY. M |2 X 2 NIGHT LIGHT FIXTURE, 24 HOUR OPERATION
AFTER THE FINAL ACCEPTANCE BY THE VA, IN ACCORDANCE WITH ALL OF B.. "V” INDICATES MOUNTED VERTICALLY. NL
THE PROJECT AND CONTRACTUAL REQUIRMENTS.
3. ALL COVER PLATES (SWITCHES, RECEPTACLES AND TELEPHONES) IN 2 X 4 LIGHT FIXTURE
14. ELECTRICAL CONTRACTOR SHALL FURNISH CONTRACT RECORD DOCUMENTS FINISHED AREAS SHALL BE STEEL, BRUSHED ALUMINUM FINISH.
TO THE COR BEFORE FINAL PAYMENT WILL BE ISSUED. THE CONTRACT RECORD
DOCUMENTS SHALL DIAGRAMMATICALLY INDICATE THE INSTALLED CONDITION AND 4. ALL COVER PLATES (SWITCHES, RECEPTACLES AND TELEPHONES) IN 2 X 2 LIGHT FIXTURE
BE IN REPRODUCIBLE DRAWING FORM. NON—FINISHED, EXPOSED AREAS SHALL BE IVORY CRACKLE FINISH. o
DOWNLIGHT
15. THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH ALL 5. ON ALL CONDUIT RUNS:
NATIONAL, STATE, LOCAL ELECTRICAL CODES AND LOCAL UTILITY A. ARROW INDICATE HOME RUN TO PANEL.
COMPANY'S REQUIREMENTS. ANY MODIFICATION'S AND/OR ADDITIONS TO B. SLASHES INDICATE QUANTITY OF WRES. | WALL MOUNTED LIGHT FIXTURE
THESE PLANS, REQUIRED FOR PROPER COMPLIANCE TO ANY APPLICABLE CODES
SHALL BE THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR AND SHALL P A v S L Rl SN [E==1 |UNDER-CABINET TASK LIGHT
BE INCLUDED IN HIS/HER BASE BID. 3. LONG SLASHES WITH DOT INDICATE GREEN GROUND - ELECTRIC HAND DRYER
CONDUCTORS.
16. ALL EQUIPMENT/DEVICES SHALL BE NEW AND/OR FIRST QUALITY AND IS TO p—
BEAR THE APPROPRIATE UL OR CSA APPROVED LABELS FOR SPECIFIC W R O S N OATED DN DRARIMGS
PURPOSE. '
JUNCTION BOX
AUTOMATIC DOOR OPENER (24V CONTROLS)
cR |CARD SWIPE/READER
PF  |PUSH PLATE
ELECTRONIC STRIKE
- - SITE PLAN: ENGINEERS + CONSULTANTS: ARCHITECT + ENGINEERS: Prawng T fianallig isgglo Office of
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- - 2 5 age L
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1. REWORK EXISTING ELECTRICAL DEVICES AND WIRING TO

W W W W W/l N W2 1/2 W W W 2 1/2_11 /WA W W W W W W REMAIN AS REQUIRED TO ACCOMMODATE THE INSTALLATION
W %@ %@ W W\@lA %@ WiAwW %@ DATA ﬂ/ %@}%\__ %@ %@ %@ %@ W 1 1/4" DATA OF THE 5/8” GYP. BD. LAMINATION OVER THE EXISTING
o
ﬁ /10 /12 45 /20 /14 wl/3¢ 2628/30 /36 /26 /28 /30 PLASTER WALL SURFACES.
14/16/18 /2 /18 32/34/36 1.1, LIGHT SWITCHES
/8 20/22/24 /3 1.2. SURFACE MOUNTED DEVICES
W Wi W WHW W W 1.3. SURFACE MOUNTED RACEWAY
/16 Whie t& 1.4, SURFACE MOUNTED WIRING \
/6 2/4/6 1.5.  ANNUNCIATOR PANEL (EXISTING VESTIBULE)
4 /4 % ﬁ ;% ﬁ @ b/ 32 1.6.  FIRE ALARM PULL STATIONS, STROBES, HORNS, ETC.
8/10/12 /22 /24 /16 2 1/2" %%%g 1.7. THERMOSTATS
W » W[ (W WIW W o
%AT1A/ 2 W DATA 2. NO NEUTRAL SHARING
- 3. POWER WIRES #10 AWG CU. MIN.
28
© o iz & 14 /30 / (26 4. AD OPERATOR COULD BE EITHER WALL MOUNTED ABOVE THE DOOR OR
—| ® Y& aia aia _—| \ N —” W Vais Mot Vaia = DOOR MOUNTED WITH POWER THRU THE DOOR FRAME AND INTO THE DOOR
W W ] | | | — W W | W 5. SEE SHEET A-401 FOR ALTERNATES. DEVICES SHALL BE RELOCATED AS
e N REQUIRED PER CHANGES TO WALL LAYOUT DUE TO ALTERNATE. —
4" HIGH X 6" WIDE NON VENTILATED 6. ALL METAL RACEWAYS SHALL BE MOUNTED 18" AF.F.
21/23/25 7. ALL VERTICAL CONDUIT DROPS TO FREED METAL RACEWAYS SHALL BE
ﬁ\/' 27/29/31 STEEL CABLE TRAY /40 / CONCEALED IN THE WALL/PARTITION CONSTRUCTION.
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3 4 ,l 2:, C
SL(EgVES — ;% ATA/ /31 — & (BB %@ W (1) BASE BID SCOPE OF WORK (TYPICAL)
W /33 /35 ?; B
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LIGHTING FIXTURE SCHEDULE
Jfé&é‘ﬁ%ﬁ 42 cCT TAG FIXTURE DESCRIPTION MANUFACTURER AND CATALOG NO. LAMPS |VOLTAGE | VA | MOUNTING REMARKS
125A/3P F1  |2x4 SURFACE MOUNTED LITHONIA #2RTXL4-48L-EZ1-LP835 LED 120 | 40 | SURFACE |PROVIDE WIRE GUARD
(4) #1 & (1) #6 GND F2  |WALLSCONCE LITHONIA #11956 cP 120 | 29 | SURFACE |SEE ARCHTECTURAL DRAWINGS FOR LOCATIONS _
T IN 1-1/2°C
F4  |ROUND SURFACE MOUNT LOW PROFILE FIXTURE  |BIG BEAM #DZF-PAR-RW LED 120 | 6 | SURFACE |W/ 90 MIN. BATTERY B.U.
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